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Wilton Corporation builds the 
highest quality industrial products 
for your plant. 


Wilton’s reputation for quality workholding tools and supplies is based on leadership and 
innovation. Our industrial line products give you more design features than any others. If you 
want the best tool for the job and the best value for your money, specify Wilton. 


Every Wilton product gives you 


Quality... 
Wilton industrial products are built to meet high quality standards, to assure you better, safer 
use and greater convenience while providing longer service. 


VRIES sun 
When you get the best at a competitive price, you get value. The extra features and 
performance built into our products make them the best buy for your money. 


Pride... 
The same pride that built our reputation in workholding tools goes into every Wilton industrial 


product. Our desire to provide you with the best products, guarantees continued excellence in leadership and o 
innovation. 


Catalog and Universal Product Code Numbering System 


Wilton Corporation participates in the Universal Product Code product identification programs. All items in this catalog are 
covered by a Wilton catalog number and a Universal Product Code number. This system of distributing codes is being 
developed to provide manufacturers with product numbers that are universally suitable and recognizable. 


To order using this system, use Wilton’s manufacturer code 697203 as a prefix to Universal Product Code Numbers listed 
for the products you are specifying. 


Example: 697203-10021 Wilton Model 450S Machinists’ Vise 


Important Notice to Purchasers 


Products in the catalog carry a limited guarantee. Specific details are included in the manual shipped with each machine. 
Guarantees are provisional. Machines which are abused or overloaded in the opinion of Wilton are exempted. In all cases 
Wilton’s guarantee is limited to the replacement of parts or repair of the machine; FOB factory or warehouse service station. 
Freight is the responsibility of the user when the machine is repaired at the Wilton factory or service station. 


Listed cutting capacity of drills and saws are maximum, and intended for intermittent use. Such capacity is attainable only under 
ideal shop practices and with sharp cutting tools. It is solely up to the user to determine the suitability of the machine for any 
specific application. Some products or components of products are manufactured off-shore under Wilton’s supervision, and 
in most cases, with Wilton design and owned tooling. 


Neither the manufacturer or distributor shall be liable for any injury or damage out of the use or suitability of this product. It is 
up to the user to determine suitability and safety of the product for his intended use, and the user assumes all risks and liability 
herewith. All specifications are subject to change without notice. 


Brought to you by your 
Wilton Industrial Distributor 


An important “extra” with every Wilton Product. 


Your local Industrial Distributor is an additional value behind every 
Wilton product. They’re “your first source” for MRO supplies. 
Wilton Industrial Distributors are more than your source for supply, 
they’re your source for know-how that can work for you to lower 
inventory costs, boost production, and solve metalworking 
problems. Need help with an application? Contact your local 
Industrial Distributor - “Your first source”. 


A Wilton Distributor gives you 


Stock... 

He carries a stock of Wilton’s popular tools and industrial products 
and is ready to deliver the ones that fit your needs . .. when you 
need them. 


Services; « 

Because he’s nearby, you can depend on your Industrial Distributor to 
keep your production running with tools and industrial supplies to 
meet your “just in time” inventory needs. 


And Support... 

Wilton Industrial Distributors are up-to-date on product 
advancements, modern inventory methods, and metalworking 
applications. Product knowledge and production technical expertise 
make him a valued member of your team. 


Your first source 


INDUSTRINL 
DISTRIBUFORS 


Wilton and your Industrial Distributor 
Partners in Productivity 
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Only Wilton builds Machinists’ 
Vises with this array of design 
features. A Wilton vise is built for 
performance and endurance on 
the job. 


Stress parts are 60,000 PSI 
ductile iron; twice the strength or 
50% heavier than others. And, 
the exclusive round lathe-turned 
slide bar adds strength and pre- 
cision fit for demanding work. 


Compared feature for feature, 
there’s no equal to a Wilton vise. 
Because we build more vises 
than anyone, you can buy a 
Wilton vise without paying more. 


5 Year Guarantee. Meets all 
Government specifications. 


MACHINISTS’ VISES 


Hardened steel jaw, replaceable inserts 
are machine serrated for safe sure grip 
under maximum torque. 


Main stress castings are 
60,000 PSI tensile 


Extra deep throat - 
Wilton’s design gives you more working 
room where it counts. 


See Safety Information on page 81. 


Straight line design - 
horizontal spindle and nut 
eliminate thread wear, 
increase clamping power. 


i 


Enclosed design keeps 
contaminants out, lifetime 
lubrication for smooth 
operation. 


Locking swivel base - 

360° rotation is enhanced by 
serrated swivel base with 
double lockdowns for 
non-slip holding. 


GREATER THROAT DEPTH - MORE WORK- PRECISION SLIDE BAR - KEYED FOR A STRAIGHT LINE PULL - A LIFETIME SYS- 
ING AREA. -002” FIT. TEM. 


See Safety Information on page 81. 


Machinists’ Vises with Swivel Base 


Unique design features (see pages 6 and 7) make the Wilton Machinist’s Vise 
industry’s favorite. Swivel design includes smooth 360° rotation and positive lock 
positioning. Conforms with Federal Specification GGG-V-410a, Type VI, Class 2. 


SPECIFICATIONS 


Catalog UPC Jaw Maximum Throat Shipping 
Number Number Width Opening Depth Weight Lbs. 
250S 10001 21/2” aa 17/e” 13 
300S —«- 10006 aa 43/0” 25)” 28 
350S 10011 31/2” 51." 23/4” 42 
400S 10016 4” 6” BM 64 
450$ ——~—«qi10021 41/2" 7/2” 4” 72 
500S 10026 5” 8” 41." 96 
600S 10031 6” 10” 51/2” 154 
800S 10036 8” i= 513/16” 240 


All Vises ordered with smooth jaws will be shipped with smooth jaws installed except 250S, 500S, 600S 
and 800S. 


Use with Magnefix and Copper Jaw Caps, page 23 - 26. 


| See Safety Information on page 81. 


Machinists’ Vises with Stationary Base 


Same unique design features as described on pages 6 and 7, except stationary base. 
Can be readily converted to swivel base type with the addition of Wilton’s swivel 
assembly. Conforms with Federal Specification GGG-V-410a, Type VI, Class 1. 


SPECIFICATIONS 


Catalog UPC Jaw Maximum Throat Shipping | 
Number Number Width Opening Depth Weight Lbs. 

250N 10046 2/2” Ls 11 
300N 10056 ma; Ae 25/2” 24 

350N 10066 31/2” 51/4" 23/4” 35 

400N 10076 ie 61/2" 31/2” 52 

450N — 10086 Athy” 7” 4” 63 

500N © 10096 8” 8” 4 86 

600N _ 10106 6” 10” 51/2” 142 

800N 10116 8” 12" 513/46” 27 


All Vises ordered with smooth jaws will be shipped with smooth jaws installed except 250N, 500N, 600N 
and 800N. 


Use with Magnefix and Copper Jaw Caps, page 23 - 26. 
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See Safety Information on page 81. 9 


Wilton builds combination vises 
for the toughest application 
you've got. Plant maintenance, 
oil field service and heavy con- 
struction all need the sheer 
strength of these massively built 
tools. 


Our combination vises have the 
features to handle any of the 
workholding jobs your mainte- 
nance or construction crew en- 
counter. 


Use with Wilton Magnefix and 
Copper Jaw Caps pages 23 - 26. 


COMBINATION PIPE and 
BENCH VISES 


Hardened steel jaw inserts - 


machine serrated, replaceable 7 


jaws assure a positive hold. 


5 Year Guarantee. Meets all 
Government specifications. 


Enclosed construction 
keeps lubrication in, 
contaminants out, 
perfect for outdoor use. 


Locking swivel base - 
with double lockdowns for 
non-slip hold in any position. 


SPECIFICATIONS 
Catalog UPC Jaw 
Number Number Width 


Maximum Throat 
Opening Depth 


Shipping 
Weight Lbs. 


C- 0* 10200 31/2" 4” 4 "2" 52 
C-1 ~~ 10225 41/0” 6” 4/7 a 
G.5 10250 5" 7” 55/16” 115 
‘C-4 102275 gti ait‘! 65/3” 206 


ee eee 
* Ductile alloy slide bar on this model. 


See Safety Information on page 81. 


Self-centering pipe jaws - 
hardened steel jaws hold up 
to 6” pipe safely, securely. 


Alloy steel slide bar - 60,000 PSI tensile ductile iron body 
added strength and parts for mass and strength. 
precision fit. 


MAXIMUM WORKING CAPACITY SELF-CENTERING PIPE JAWS 


See Safety Information on page 81. 


STRAIGHT LINE PULL - UNBREAKABLE 
SPINDLE AND NUT 
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Wilton was first to offer an all-weather vise for use in any application that requires 
installation outdoors. 


Perfect for utility or maintenance truck, construction sites, pipeline projects and oil field 
service. These vises have the same design features as the Wilton Machinist’s and 
Combination Vises: straight line pull; enclosed design; hardened steel top and pipe 
jaws; 60,000 PSI tensile for main stress. 


In addition, this vise line is painted with our regular rust inhibiting finish, then sprayed 
with a clear automotive acrylic lacquer. The vise jaws, pipe jaws, spindle assembly and 
lock nuts are heavily zinc plated and treated with a rust inhibitor. 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 


SPECIFICATIONS 
Catalog UPC Jaw Maximum Throat Shipping 
Number Number Width Opening Depth Weight Lbs. 
see 
AW35 10400 31/2” 47 31/4” 33 7 
AW45 10500 41/2" 5” 33/4” 49 


-c—“—qqqq 


See Safety Information on page 81. 
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m= TRADESMAN VISES 


60,000 PSI ductile Hardened steel top 
iron body part and pipe jaws 


Enclosed 
design 


Round, lathe-turned 
slide bar 


Straight line design 


For general purpose service or maintenance shops not requiring the strength of a 
combination vise, Wilton offers its Trademan’s Vises. While lighter in weight, these 
vises include the most important Wilton design features. 


Use with Wilton Magnefix and Copper Jaw Caps pages 23 - 26. 


SPECIFICATIONS 
Catalog UPC Jaw Maximum Throat Shipping 
Number Number Width Opening Depth Weight Lbs. 
2040 11340 4” 4” 31/4” 33 
2050 11350 SP 5" 33/4” 49 
2060 11360 6” 61/2” 4” 70 


See Safety Information on page 81. 
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The Durable 640 
Series is America’s 
Value Vise. 


Select the Utility Workshop 
Vise when you need a ver- 
satile, all-around vise. This 
is a tough vise ready for a 
variety of applications at a 
modest price. All of the 640 
vises feature a formed steel 
channel beam and a hefty 
30,000 PSI body casting. 


Features include: 


™ Replaceable, serrated 
steel top jaws for a tight 
grip 

® Built-in pipe jaws to 
handle various pipe 
sizes 


® ~~ 180° swivel base with 
locknut 


® Large anvil with plenty 
of work surface 


Use for utility and light duty 
applications. For heavy duty 
industrial jobs use the Wilton 
Machinists’ or Tradesman 
Vises. 


Use with Wilton Magnefix 
and Copper Jaw Caps pages 
23 - 26. 


BUILT-IN PIPE JAWS 


SPECIFICATIONS 


Catalog 
Number 


643% 
644 
645 
646 


LARGE ANVIL AREA 


UTILITY 
WORKSHOP VISE 


UPC 
Number 


11300 
11400 
11500 
11600 


gyn 
ro 


Jaw 
Width 


3%" 
4" 
5" 
6” 


a 


\\\j ep : 


Maximum 
Opening 


4 
5 
52" 
- 


See Safety Information on page 81. 


Pipe 
Capacity 


Ye"-2" 
Ye"-2Y2" 
Ya"-2Y2" 

Ye"-3" 


Shipping 
Weight/Lbs. 


16 
35 
44 
66 


REPLACEABLE SERRATED STEEL 


JAW INSERTS 


ao] PROFESSIONAL 
Sa WOOD WORKERS VISES 


i>, ines pire ag EASY MOUNTING 
eliminates exposed Mounting takes only 3 minutes. 
eS front nuts. Open-end slots sliae over 
MUS, pre-inserted lag bolts in 
(74 Ro work bench. 
EY v. 
Convenient handy dog- W// 


for secure grip on stock. 


QUICK REPLACEMENT 
MOUNTING WOODEN JAW 
Wood jaw faces can be replaced 
fast without removing bench 
mounting screws. Two tapped 
holes are provided for bolting 
wood faces to vises. 


EXTRA STRENGTH 
Re-designed semi-steel 
casting — more “beef” and 
strength at stress points. 
The strongest woodworking 
vise on the market! 

VISE NUT DISENGAGED 


Breakthrough in rapid 
acting nut design! 


Clockwise rotation 


rotation of spindle 


cicewe fait of spindle 

SPECIFICATIONS icin 
7" VISES 
Catalog UPC Jaw Type of Type of Maximum Shipping 
Number Number Size Nut Handle Opening Weight Lbs. 

51A 13650 4"x7" Continuous Screw Aluminum 9” 29 

53A 13750 at” Rapid Acting Aluminum 9g” 29 

e 10” VISES 
62A 13275 4”"x 10" Continuous Screw Aluminum 12” 38 
64A 13350 4”"x10" Rapid Acting Aluminum 12” 37 


See Safety Information on page 81. 
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WOOD WORKERS VISES 


removing bench mounting 
screws. Two tapped holes 
are provided for bolting 
wood faces to vise. 


QUICK REPLACEMENT EXTRA STRENGTH 

MOUNTING WOODEN JAW Re-designed semi-steel casting 
Wood jaw faces can be — more “beef” and strength 
replaced fast without er z ; at stress points. 


New all steel dog 
is adjustable 
1-inch and 
locking. 


All moving parts lifetime-lubricated, handle assem- 
bly is wearproof and boyproof, and guaranteed 
unconditionally for 3 years. 


COMPARE THE 
CONVENTIONAL 7” VISE TO... 

Jaw face is centered over guide bars 
and spindle. Vertical clamping surface 
limited to 1-inch by the guide bar. Jaw 
face is 4 inches deep — 4 sq. in.! 


WILTON’S NEW...7” BY 7” VISE 

Jaw face is L-shaped, 7 inches wide 
and 7 inches deep. Offset guide bars 
free 3 inches of jaw face for vertical 
clamping surface — 21 sq. in.! 


SPECIFICATIONS 
7" x 7" WOODWORKERS' VISE 
Catalog UPC Type of Type of Shipping 
Number Number Opening Nut Handle Weight Lbs. 
76A 13000 TAL” Continuous Aluminum 30 
77A 13025 TART" Rapid Acting Aluminum 30 


See Safety Information on page 81. 


Milling Machines 


and 
Drill Press Vises 
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Verti-Lock Vises have 
more important features 


Needle Thrust Bearing on All Models 

The screw engages the moveable jaw through a needle type thrust 
bearing. This Wilton feature on all models gives you 75% more clamp- 
ing power and reduces friction so that the extra power is applied using 
less torque. 


Swivel Base Calibrated in 1° Increments. 

Only Wilton offers swivel bases for its machine vises that are 
calibrated in one degree increments for accurate positioning, 
These high quality bases give 3600 rotation via two 180° scales. 
They attach to the vise with two bolts in seconds. 


Cast form rigid, high tensile ductile alloy. 

Wilton Verti-Lock vise components are made to last under heavy 
work conditions. The vise body with flame-hardened bed pro- 
vides solid work support. The fixed jaw is rated at 85,000 PSI and 
the annealed, surface ground sliding jaw at 70,000 PSI. 


The totally enclosed vise screw is cut from special alloy steel, 
hardened and ground. Pivoting handle gives you quick control 
of the work and both the vise and optional swivel base have 
coolant troughs to channel fluid our of your way. 


Moveable Jaw Plates 

Our system of moveable jaw plates 
allow you to clamp in four different 
positions. Tempered, surface- 
ground and hardened, the jaw i; — 
plates control the work. 


1 pound pressure horizontally induces ’» pound downward 


No Jawlift or Workpiece Tilt 
Wilton Verti-Lock vises have a 
special spherical device in their 
drive system that delivers one-half 
pound of downward force for every 
pound of horizontal pressure. The 
result is solid, no-tilt control even 
under heavy pressure. Standard 
on all models. 


VERTI-LOCK® ACCESSORIES 


SWIVEL BASE WORKSTOPS 
Part no. 4S for4” Vise Part no. 121124 for 4” Vise 
Part no. 5S for5” Vise Part no. 121125 for 5” Vise 
Part no. 6S for6” Vise Part no. 121126 for 6” Vise 
Part no. 8S for8” Vise Part no. 121128 for 8” Vise 


360” rotation via 
two 80” scales 


for quick, accurate 
positioning 


Squareness & Parallelism 
Every unitis tested and tolerances per 4” of length are as shown. 
7. Parallelism of vise 


1. Parallelism of sliding 4. Parallelism of jaw 


surface to bottom of facings to guide bottom to top of 
vise body — 0.0004” blocks set on the rectangular test block 
bottom of vise in clamped tight between 
2. Perpendicularity of transversal position — jaws — 0.0008 


jaw facings on sliding 0.0004 
surface of vise body 


— 0.0011 


8. Parallelism of bottom 
of swivel base to top of 
rectangular test block 
placed on the vise bed 
— 0.0011 


5. Parallelism of sliding 

surface to the bottom 
3. Squareness of jaw of swivel base — 0.0008 
facings to guide 
blocks set as the 
bottom of the vise in 
longitudinal position 
— 0.0004 


6. Squareness of jaw 
facings to guide blocks 
set on the bottom of 
swivel base — 0.004 


Application Note: On request, Verti-lock Vises can be supplied in 
matched sets guaranteed to be parallel within .0005” at no extra 
charge. 


See Safety Information on page 81. 


Seven models available to fit your application 


A range of jaw widths from 4” up to 10” is offered. 
Each model has all the advanced design features 
shown here. 


= Needle thrust bearing 
= Flat bed parallel to .0001 per inch 
= Ductile steel alloy body parts 


Clamping in 4 Positions 
ae 
1 


4" Model—1240N - 32 Lbs. Swivel Base 4S - 13 Lbs. 12284 


he 


DIMENSIONS MAX. CAPACITIES 
A B Cc D E E G H pes ae ae 
4 12% 5% 3% 1% 4% 10% 1% | 4 5% 8% 10% 


| ____-|__DIMENSIONS —_—|_ EXTENSION ABOVE JAW* 


Jaw 9 1 1 Ya and Ys 
Plates Tek Vex 470 “Extension change by turning plate end for end 


Jaw Hole A » A2480 Vise Tapped 
Positions Ea" C709 Ye — 16 


UPC No. 12380 


bet 
10) 
-_) 
H 


=e 


Jit] 
~ —— 


4 


> 


UPC No. 
5” Model—1250N - 50 Lbs. Swivel Base 5S - 20 Lbs. 12285 


DIMENSIONS MAX. CAPACITIES 

A B Cc D E F G H 1 > 5 4 

5 14 L B85 1% 4% 10°74 1% 4% 6%2 9% 12 
|__| __DIMENSIONS _|__ EXTENSION ABOVE JAW* 


Jaw ae die BI eo and 6 
Plates mx Wax Sve *Extension change by turning plate end for end 


Jaw Hole eA A3.110 Vise Tapped 


Positions B 827 


UPC No. 12390 


‘ — UPC No. 
6” Model—1260N - 75 Lbs. Swivel Base 6S - 30 Lbs. 12290 


DIMENSIONS MAX. CAPACITIES 
A B Cc D E F G H i cli i 


6 16% 8% 4% 1% 5% 12% 1%] 5% 8 12 14% 


|__| DIMENSIONS _—i|_ EXTENSION ABOVE JAW’ 
Jaw Y and ¥e 
Plates ARTs Ove *Extension change by turning plate end for end 
Jaw Hole A » A3878 Vise Tapped 
Positions ee Boas  — 13 


UPC No. 12400 


UPC No. 
8” Model—1280N - 145 Lbs. Swivel Base 8S - 80 Lbs. 12295 


DIMENSIONS MAX. CAPACITIES 
A B c D E E: G H gr ear Jon 
8 21% 11 S5¥e 2 72 15%4 2% | 7¥2 10% 15¥%4 18% 


| sd] DIMENSIONS _—i|_ EXTENSION ABOVE JAW’ 


Jaw YM and ‘As 

Plates ecimietsils “Extension change by turning plate end for end 

Jaw Hole A » A4764 Vise Tapped 
aes 


UPC No. 12375 


10” Model—1210N - 300 Lbs. 


DIMENSIONS MAX. CAPACITIES 
A B Cc E F G H La | 


D 
10 27% 13% 6% 2% 9% — = 9% 14 19% 24% 


|| ~—_siDIMENSIONS _|_ EXTENSION ABOVE JAW’ 


Jaw ; 
Piates 1% x 3 x 10¥e 


Jaw Hole icone A 5.748 
oes 


Positions B 1.614 


UPC No. 12280 


See Safety Information on page 81. 
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= VERTI-LOCK 
Mm MACHINE VISES 


Our 6” Verti-Lock Precision Vise Hydraulic Verti Lock Vise 


—Designed for Versatility Hydraulic Verti-Lock Vises have all the precision and NO JAW 
Precision machining of the vise’s side panels let you use it LIFT features of regular Verti-Lock models plus manual 
in a variety of positions with no sacrifice in parallelizing or i hydraulic feta iL poop cylinder, low 
squareness. Ideal for applications requiring several opera- _‘force, me turn sleeve ‘4 " and tighten. For high force, 
tions on a workpiece, the vise may be turned to either side turn sleeve % " further. Hydraulic clamping is achieved effort- 
without changing the position of the workpiece. Savestime,  !@Ssly. Can be supplied in matched sets guaranteed 
speeds productivity. parallelism within .001 ”. 


Model—1266N - 70 Lbs. Model—1460N - 85 Lbs. 
DIMENSIONS MAX. CAPACITIES DIMENSIONS MAX. CAPACITIES 
B Cc D E F G H 12 8 4 A B Cc D E F G H 1 2 3 4 
6 14%2 6% 2% 1% 5% = = 5¥2 8 12 14% 6 16% 8% 4% 1% 5% - - 5¥2 8% 11% 14% 
DIMENSIONS EXTENSION ABOVE JAW* DIMENSIONS EXTENSION ABOVE JAW* 
Jaw Ya and ¥ Jaw Va x ¥e 
Plates % x 194 X BY “Extension change by turning plate end for end Plates % X 1% x BY “Extension change by turning plate end for end 
Jaw Hole A » A3878 Vise Tapped Jaw Hole A » A3543 Vise Tapped 
Positions [tmesee B 945 V2 — 13 Positions ee B 945 12mm - 1.5mm 
UPC No. 12406 UPC No. 12600 


rF E 
ie ag 
=i fo 


ba—4 


Complete with swivel base, the 50S and 60S are ideal for milling, tapp- 
ing and drilling operations. 


The swivel base is graduated in fine pitch for accurate set up of work- 
pieces requiring accurate angular clamping. A high quality steel main 
screw utilizes a fine Acme thread for strength. Acting to track the sliding 
jaw are strips on the side of the vise’s body. The jaws are made from 
a high-carbon steel. 


Two bolt lugs make mounting easy, and the vise can also be mounted 
on its stationary base. 


SPECIFICATIONS 

Catalog UPC Jaw Maximum Jaw Overall Shipping 
No. No. Description Width Opening Depth Height Weight Lbs. 

— 
50S 12365 Milling Vise 5” 3%" 1%" 5Ve" 37 


w/swivel base 


60S 12370 = Milling Vise 6” 43%" 1%" 5%6" 58 
w/swivel base 


—_e_—_————— OOO rrr — ———— 


20 See Safety Information on page 81. 


DRILL PRESS VISES 


Versatile Drill Press Vises 


Rugged design and large workload capacity make the series 1000 and 
1100 vises perfect for the most difficult drilling, tapping or reaming opera- 
tions. Precision 90° machining of the vise's sidebodies allows them to 
be utilized additionally as bases. Ground to a flatness of .0005 per linear 
inch, the bases contribute to the vise delivering higher performance 
than any model in its class. The sturdy main castings are 30% heavier 
than conventional models. 


The free sliding jaw of the series 1100 modelsis a very desirable feature 
for fast loading and unloading of production material. A Rapid Action 
Nut engages for powerful tightening and a sure grip. 


a 


Catalog UPC Jaw Maximum Jaw Shipping Catalog UPC Jaw Maximum Jaw Shipping 
No. No. Width Opening Depth Weight Lbs. No. No. Width Opening Depth Weight Lbs. 
1035 12450 3%" 4%" 1%" 9 Rapid 1135 12650 3%" 4%" 1%" 9 
Conventional 1045 12500 41%" 4%" 1%" 16 Action 1145 12700 4%" 4%" 1%" 16 
1060 12550 6” 6%" 2%" 28 1160 12750 6* 6%" 2%" 28 


Precision machining of Model 25's sides and front side panel permits additional 
mounting positions for drilling, tapping or reaming. Thus, without changing the 
position of aclamped workpiece, the vise can be turned to either side or placed 
on its front side panel. 


The body and side are also machined perfectly parallel and square to further 
ensure complete jaw alignment. Combining a smooth moveable jaw plate with 
a cross-patterned 90°V groove stationary jaw, the vise is recommended for 
general use. 


Model 30 utilizes fine pitched Acme-threaded screws with hexagonal heads for 
tight clamping. 


Use with Magnefix and Copper Jaw Caps pages 23 - 26. 


Angle Models 


Mounted on an angle base, which allows the vise to be adjusted quickly to any 
angle from 0° to 90° vertical, models 25A and 30A are sturdily constructed to 
give workpieces an accurate mount. Four bolts, linked by side plates of high 
quality steel, lock the vise body securely. It is calibrated for vertical angle 
readings. 


The hinge pin hole of the vise body is precision drilled and reamed to avoid lateral 
play. Two bolt lugs are provided on the angle base. 


SPECIFICATIONS 
Catalog UPC Jaw Maximum Jaw Overall Shipping 
Oo. No. Width Opening Depth Height Wt. Lbs. 
Standard 25 12800 2%" 2%6" 1%" 2%" 6 
Models 30 12860 3” 3%" 1%" 3” 10 
EEE 
Angle 25A 12850 22" 2%" 1%" 3/6" 12 
Models 30A 12870 3” 3%" 13%" 4%" 17 


See Safety Information on page 81. 


MILLING MACHINE VISES 
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a = MILLING TABLES 


SPECIFICATIONS 
MANUAL FEED 510456 


Working surface = 22%/16" x 97/16” 
Longitudinal feed = 1449/c4”" 


Wilton Milling tables are made with the very highest 
quality meehanite castings. Tables and guides are 
precision-ground. Upper and lower guides are 
reinforced for extra strength. Adjustable keys are 
standard for both feeds as well as locks for extra 


510790 
1773/32” x 99/16” 
1059/64” 


rigidity. Both feed spindles have axle ball bearings Crossfeed 61/8" 6/8" 
for smooth operation. The tables are accurate on Length of bedplate 10'*/s«" 10"/64” 
horizontal plane .001” with lead screw accuracy of Width of bedplate — 9°7/s2" 977/32" 
0005” per inch. Each table has '/2” T-slots with Total height 41/0" 41/2" 
exterior oil groove as standard. The tables may be T-Slots Yo" Ye" 
purchased as standard equipment on 20” Variable Net weight 123 Ibs. 104 Ibs. 


Speed-Gear drills and all Wilton Gear Head drills. 
All models may also be used on customer’s ex- 
isting machine tools whenever coordinate type 


. ne ai ae, ORDERING INFORMATION 
tables are required for drilling, milling, or grinding. 


For mounting of milling tables to Wilton drills, or to Catalog UPC 
customer's existing machines, see adapters listed Number Number Description 
below. 510790 35642 = Manual Feed Milling Table, cast iron 
precision ground with three T-Slots, 
one longitudinal feed handle, with oil 
groove. 17°9/32” x 97/16” work area. 
510456 34954 Same as 510790 except with 


229/16" x 97/16 work surface. 


Model Shown 
510790 and 510456 


Milling Table Accessories 


Adapter Plates 
Mount Milling Tables to Wilton Drills or customer’s existing machines. For customer’s existing machines, 
attach the table to the machine table with standard bridge clamps at each corner. 


Box Plate Adapter 

Model No. 504611 

For Wilton’s 20” VSG and milling tables 
510790 and 510456. Can be used on all 
gear head drill press tables. These 
adapter plates bolt directly onto Wilton’s 
standard T-slot production table. 


Adapter Plate 

Model No. 510796 

For use with Wilton’s 20” Drill. Can be 
used on all gear head drill press tables. 
These adapter plates bolt directly onto 
Wilton’s standard T-Slot production table. 


See Safety Information on page 81. 


Adapter Plate with Stud 

Model No. 510798 

For Geared Head Drills 20606, 24528, 
24548, 24588, 24513 and milling tables 
510790 and 510456. Plate is automati- 
cally supplied when milling table is or- 
dered with Geared Head Drills. Fits di- 
rectly into the machine’s knee in place of 
standard table. 


Vise 
Accessories 


MAGNEFIX JAW CAPS 


Magnetic Protective Jaw Caps 


Wilton's all-new Magnefix Jaw Caps are designed to protect both the vise jaws and the workpiece from marring or 
deformation during any clamping application. Caps are constructed from a hardened aluminum alloy with two built- 
in circular permanent magnets on the backside which holds the product securely to the vise. The caps are magnetic 
towards the vise side to prevent steel filings from attaching themselves to the jaws and keep the clamped part from 
being be magnetized. 


Magnefix Jaw Caps are right-angled and surface parallel to fit any vise type, including machine and bench vises. Use 
in production and assembly operations. Available in five different models: standard aluminum, prism, rubber, fiber 
and felt; to satisfy every clamping need. 


Model A - Standard Aluminum Magnefix Jaw Caps 


® Aluminum alloy 

™ Design includes 6 grooves to compensate for the 

uneveness of the workpiece 

™@ Deeper Vee-Groove 
ensures more secure 
clamping of circular 
workpieces 

@ Use together with 
Rubber Magnefix Jaw 
Caps when clamping 
taper pins and wedges 


Model F - Fiber Face Magnefix Jaw Caps 


® Aluminum alloy with laminated fiber cover to 
prevent the absorption of outside materials 

® Heat resistant 

™ Use on workpieces to 
avoid deformation and 
clamping marks 


Model P - Prism Magnefix Jaw Caps 


™@ Jaw construction includes a 120° horizontal Vee-Groove, 

3 vertical Vee-Grooves and a 90° groove for marking out and 

center punching 

®@ Ideal for light tapping 
and thread cutting app- 
lications 

® Capable of clamping a 
block of material in a 
vise to be utilized as a @ 
surface a for light 
duty wor 
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Model R - Rubber Face Magnefix Jaw Caps 


@ Aluminum alloy with synthetic rubber cover 

m@ Jaw Cap conforms to workpiece and grips firmly without 

slipping 

® Designed to prevent 
cushioning during use 

@ Use in combination with 
Aluminum and Prism 
Jaw Caps to clamp 
taper pins or tapered 
workpieces 

@ Mar-free 


Model T - Felt Face Magnefix Jaw Caps 


® Aluminum alloy with felt cover 

™@ Use when clamping soft 
materials such as plastic, 
copper and brass 

®@ Also ideal for clamping 
delicate workpieces or 
non-metallics and 
composites 

® Holds firmly without 
cracking, breaking or 
marring the workpiece 


SPECIFICATIONS 


Model A - Standard Aluminum Model F - Fiber Face Model R - Rubber Face 
Magnefix Jaw Caps Magnefix Jaw Caps Magnefix Jaw Caps 


Catalog UPC Jaw Catalog UPC Jaw Catalog UPC Jaw 
Number Number Width Number Number Width Number Number Width 
A-3 903860 3 F-3 903866 ar R-3 903872 roi 
A-3.5 903861 31/2" F-3.5 903867 31/2" R-3.5 903873 32" 
A-4 903862 4" F-4 903868 4" R-4 903874 4" 
A-4.5 903863 41/2" F-4.5 903869 4'/2" R-4.5 903875 41/2" 
A-5 903864 5” F-5 903870 5" R-5 903876 5! 
A-6 903865 6" F-6 903871 " R-6 903877 6" 


Model P - Prism Model T - Felt Face 
Magnefix Jaw Caps Magnefix Jaw Caps 


Catalog UPC Catalog UPC Jaw 
Number Number Width Number Number Width 
P-3 903878 3" T-3 903884 a 
P-3.5 903879 31/3" T-3.5 903885 Bit 
P-4 903880 4" T-4 903886 4" 
P-4.5 903881 41/2" T-4.5 903887 41/2" 
P-5 903882 5" T-5 903888 5 


P-6 903883 6" 903889 
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Copper Jaw Caps to fit any size vise 


Designed to avoid marring the surface of softer metals and to 
protect jaw faces. Wilton Jaw Caps have polished faces and pliable 
copper extensions for a sure-grip fit on any make vise. 


SPECIFICATIONS 


Catalog UPC 
Number Number 


404-2'/2 24402 
404-3 24403 
404-3'/2 24404 
404-4 24405 
404-4'/2 24406 
404-5 24407 


404-6 24408 


Sis OE 


High tech 
C-Clamp give 
you PERFORMANCE 


Wilton is the Performance index 
leader. Compare the features in 
C-Clamps that count - high 
strength, lower weight, and throat 
depth - and you'll find Wilton leads 
them all. And that leadership is 
based on state-of-the-art re- 
search, computer design, new 
frame geometry and an ad- 
vanced heat treating process. 


These design firsts along with a 
continuing program of research 
in materials and quality assur- 
ance mean you can depend on 
getting C-Clamps that hold se- 
Curely and safely up to their rated 
maximum capacities. 


wig 
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Here’s another example of Wilton’s 
thoroughness, each Wilton C-Clamp is 
individually packaged for easy storage and 
protection—clearly labeled for quick 
identification. 


WILTON INNOVATION 
CONTINUES... 


New frame geometry 
for greater strength 


Maximum throat ice 


Greater tensile strength 
from Advanced Heat 
Treating Process 


High Performance Clamps 
are just another first 
from Wilton, the pioneer 
in C-Clamp design. 
Everything new in 
C-Clamps has come 
from Wilton. 


Never need greasing —never need oiling! 
Wilton through-hardened steel spindles are 
lubricated at the factory with a new, dry 
lubricant. 


See Safety Information on page 80. 
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Throat Depth 


Lbs. Test Load x Forging Weight = Performance 
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Wilton C-Clamps have an exclusive, Perma- Crimped pad used on C-Clamps of ordi- Spindles are through-hardened, won't warp 
Pad swivel. A steel retaining ring holds the nary design and manufacture pop off or break. 

pad in place on the ball end of the screw— quickly under pressure of hammer. Wilton's 

lets it swivel to bear evenly on clamped part. Swivel Pad stay in place and remain us- 

Perma-Pad swivels will never come off in able. 


normal usage. 


See Safety Information on page 80. 29 


im 400 SERIES 


Regular Duty Extra Deep Throat 


Hi-Tech 
Frames— 
stronger and 
deeper throat 
depth 


Here is Wilton’s number one C-Clamp line. Series 400 clamps include all the Wilton 
innovations: drop-forged steel frame, extra throat depth, Perma Pad®, lacquer finish- 
plus new design frame geometry for maximum strength. 


Provided in individual boxes, Wilton 400 C-Clamps are high quality tools. Through- 
hardened spindles are precision cut single lead Acme thread for smooth operation. 


SPECIFICATIONS 
perma-pad ; Minimum Shipping 
adapter Catalog UPC Throat Spindle ProofTest Weight 
altel Number Number Capacity Depth Diameter Lbs. Lbs. 
N RR 
"OV" WYN" 9, ” 
Here's the easy 402 14214 0"-2%e 2% 716 3500 1% 
way to update 403 14228 0".3" 2¥2" Y16" 3500 2% 
all your C-Clamps. 404 14242 0-4%" 38%" a" 6200 3% 
Now you can install PERMA-PAD swivels are = — 
on any C-Clamp (regardless of manufac- 406 14256 0"-6/16 4¥%e Ms 6900 SV. . 
turer) having one of the spindle diameters 408 14270 0"-8 4" 5” %" 6600 6% @ 
shown. Only tool required for installation is "40a" ” 3," 
an ordinary screwdriver, 410 14284 2"-10% 6 "| 8000 10% 
412 14298 2"-12%" 6516" 7%" 9300 14% 


30 See Safety Information on page 80. 


800 SERIES 


Regular Duty Standard Throat 


The 800 series is recommended for regular duty work not requiring unusual throat 
depth. Since it's drop forged from specially selected steels, 800 Series clamps are light 
enough for production line use. 


These clamps are equipped with Wilton Perma Pads®, guaranteed not to come off in 
normal use, and with spindles of through-hardened steel. The spindle is threaded with 
a special, precision-cut, single-lead, Acme thread. All 800 series are finished in grey 
enamel. Bulk-packed partitioned master carton. 


SPECIFICATIONS 
Minimum — Shipping 

Catalog UPC Throat Spindle Proof Test Weight 

Number Number Capacity Depth Diameter Lbs. Lbs. 
802 14714 0"-2" 1'%16" 16" 2700 1% 
803 14728 0"-3” "316" 16" 3000 1% 
804 14742 0"-4" 259/16" %e" 3700 2% 
806 14756 0"-6 215/16" %e" 4500 3% 
808 14770 2"-8" 37/16" %y" 5200 6% 
810 14784 1%"-10" 3%" %" 6000 8% 
812 14798 1% "-12" 3%" %y" 8000 12 


See Safety Information on page 80. 
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4400 Series 


Regular Duty, Square Throat 


is individually boxed. 


SPECIFICATIONS 


Minimum 

Catalog UPC Throat Spindle Proof Test 
Number Number Capacity Depth Diameter Lbs. 
4404 14350 0"-4" 4" %" 4100 
4406 14375 0"-6"” 5M %y" 5400 
4408 14400 2"-8" 6” my" 5900 


See Safety Information on page 80. 


You get a full four inches of clamping depth in a rugged, four inch, forged steel clamp. 
That’s what square throat capacity means. Wilton’s 4” Series 4400 clamps have 
greater throat depth than most 6” clamps. And Wilton’s Series 4400, 6” and 8” clamps, 
give you 37% more throat depth than standard “deep-throat” C-Clamps. They do twice 
as many jobs by solving problems of insufficient throat depth. Wilton’s forged steel frames 
are guaranteed against breakage; so are the through-hardened steel spindles with the 
Perma Pads® swivels. Wilton Series 4400 clamps are finished in grey enamel, and each 


Shipping 
Weight 


Lbs. 
45% 
6% 
10% 


400SE & 


SLIPNOT” Series  4400SE 


has deep scoring 
for a sure bite, 
secure clamping. 


Grooved anvil 

is built like a 
miniature pipe vise — 
built to grip 

and hold tight. 


Rounds, squares, angles, a Wilton Slipnot Clamp will hold them individually or together. 
It’s the most versatile C-Clamp available because the deeply serrated pad and grooved 
anvil combine to allow clamping different shapes for assembly or welding. 


Available in extra deep throat or extra capacity square throat models. Slipnot Clamps 
offer forged frames, hardened spindles, serrated Perma Pads® and all the high per- 
formance extras Wilton has made standard. 


SPECIFICATIONS 
Minimum Shipping 
Catalog UPC Throat Spindle Proof Test Weight 
Regular Number Number Capacity Depth Diameter Lbs. Lbs. 
Duty 4404SE 15986 0"-4" 4" 3" 4100 45% 
att 4406SE 15987 0"-6" 5" 3" 5400 65% 
ret 4408SE 15988 2”.g” 6” a" 5900 10% 
402SE 15978 0"-2%" 27/16" 5" 3500 15 
Regular “anaeeE-«O«“‘CK!”*~*~*=C“(itstC  (‘(‘é CHC SCO!O#*C:‘CS:*#*#~™~!#~!™!C~€Uwme”~CtC=“=*‘_s™SCSC*C 
Duty 403SE 15979 0"-3 2” 5a 3500 2% 
Extra Deep 404SE 15980 0"-47/16" 3%" 34" 6200 3% 
Throat 406SE 15981 0"-6/16" 4%" a" 6900 5% 
6 408SE 15982 0"-87/16” 5" 4" 6600 67% 
; 410SE 15983 2"-10%e" 6" 34" 8000 10% 
412SE 15984 27-1219 16" 65/16" Ye" 9300 14% 


See Safety Information on page 80. 33 


34 


Recommended for heavy industrial and construction work 
demanding complete reliability. Frames are forged of special 
quality cargo steels. Spindles are turned from single pieces of 
square bar stock, threaded modified National Coarse, and 
come with Wilton's exclusive hardened Perma-Pad® swivels. 
Finished in grey lacquer and individually boxed. 


0 SERIES 


Extra Heavy Duty 


Each screw is machined from a single piece of square, cold 
drawn alloy steel, hardened and tempered. All clamps avail- 
able with full-capacity spindles at additional charge. Clamps 
are shipped bulk and are finished in grey lacquer. 


SPECIFICATIONS 
Minimum Shipping 


Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter TestLbs. Lbs. 
OF.C. 14509 O”7-%4" 3/4” 3/3” 2800 ‘lo 
1F.C. 14518 O”-17%/6" 1's” “he” 5600 1 
11/2F.C. 14527 0-172" 15/8” 5/8” 8750 2 
SPECIFICATIONS 2F.C. 14536 0”-2%/e” 15/4” 3/4” 12500 4/4 
Minimum Shipping 3F.C. 14545 0"-3%6" 2%" =e” 16250, 7'/s 
Catalog UPC Throat Spindle Proof Weight 4F.C. 14554 0”°-4'/2" 29/4” 7/3” 20000 1097/4 
Number Number Capacity Depth Diameter TestLbs. Lbs. 5F.C. 14563 0°-5'/" 31/5 7/9 23800 135/s 
102 14114 07-2” 1"/2” 16" 7500 1°%/4 6F.C. 14572 0”-6'/2” 35/8” 1'/8” 27500 18'/o 
103 14128 0”-3”" 2” 2) 8750 3 8F.C. 14581 0”- 81/2" 41/3” 1'/8” 31250 26'/2 
104 14142) 0°-4" — 2%/s” 5/8” 10000 4°/4 10F.C. 14590 0”°-10'/2" 41/8” 1'/s8” 35000 331/4 
106 14156 2°-6" 2/2” age 11250 6°/8 12F.C. 14599 0°-12'/s" 41/4” 11/8” 40000 423/4 
108 14170 4°-8" = 2°%/s” 3/4” 12500 Tle 
110 14184 67-10" 2°%/4” 3/4” 13750 93/4 ; Minimum Shipping 
121108 ote" oer taooo rime «aon URS, Tent Senda Paton 
2 14510 3/4” - 23/8” 13/4” 3/4” 12500 4/4 
3 14519 1/4” - 39/8” 23/8” 7/3” 16250 7/4 
4 14528 '/2"- 41/2” 23/4” “ier 20000 10°/4 
5 14537 2'/2"- 51/2” 31/8" 7/3” 23800 13/4 
6 14546 15/8” - 61/2” 33/8” 11/8” 27500 18 
8 14555 35/8” - 81/2” 41/8” 1'/s” 31250 253/4 
10 14564 5°/s” - 10'/2” 41/8” 1"/3” 35000 32'/2 
12 14573 77/s” - 12'/4” 41/2” 1"/3” 40000 41"/4 


See Safety Information on page 80. 


540 SERIES 


The only carriage clamp 
with Wilton innovation 


Wilton engineers know what 
constitutes value in clamping 
tools. So when they designed 
this economically priced clamp, 
they included the quality fea- 
tures made famous by the 
Wilton C-Clamp line. 


To permit a truly acceptable 
stress point, they selected a 
high tensile ductile alloy cast- 
ing for the 540’s body. This is 
the same alloy which is used 
on the stress parts of our fa- 
mous machinist vises. 


The 540 is ruggedly con- 
0 structed with a hardened steel 
. spindle. You'll find that it is 
equipped with Wilton’s exclu- 
sive Perma-Pads®, guaran- 
teed never to come off. 


SPECIFICATIONS 


Minimum Shipping 


ae pelt ng re een fs Capacity Later canon oe int 
which does not require the 540-2'/2 147000" - 2'/2” 15/8" "Yo" 1300 19/4 
additional depth or strength of 540-3 14702 0” - 3” 413/46" 1/o” 1800 1"/o 
Series 400 C-Clamps, nor the 540-4 14704 a aha" sig 2600 OUs 
extreme force of wrench tight- as ; 
ening attainable with the Series = — te zh = men = 
100 C-Clamps. 540-8 14708 or BF 31/30” 3/4” 3000 5 
540-10 14710 Be flO? 25/6” 3/4” 3800 67s 
540-12 14712 #42 4” 3/4" 5000 81/2 


See Safety Information on page 80. 


LIGHT TO MEDIUM DUTY 
C-CLAMPS 


E Wilton C-Clamps are designed for long lasting 


ry | Wirey ) Wuren | ; p e rf ‘ormance. 
) These C-Clamps are especially suited for light to 


Regular Throat medium duty industrial service. Now, there’s a 

. Wilton C-Clamp to satisfy all your workholding 
needs. Product available in regular, medium and 
deep throat models. 


Durable construction features include: 


® Ductile iron frame, ribbed to resist strain and 
deliver maximum strength 


™ Steel screws with full standard threads and 
conventional, sliding T-handle 


® Steel swivel pads are securely fastened to the 
<>, screw and adjust freely to desired position 


™ Plated, rust-proof parts 


Medium Throat 


Regular Throat 


Catalog UPC Throat Spindle Qty. Per Shipping 
Number Number Capacity Depth Diameter Pack Weight Lbs. 
532 14813 ae ie 5/16” 12 3'/2 
542 14814 BN” 13/8” 3/a” 12 «6 
543 14815 3” 18” 7he” 120 8 


Medium Throat 


Catalog UPC Throat Spindle Qty. Per Shipping 
Number Number Capacity Depth Diameter Pack Weight Lbs. 
531 14816 1” 1%.” nai 4” a. 2" 
533 —s—«éi0:4817 er Wee he 12 7 Be 
544 14818 21/2” 21/2” 3/g” 12 11 


Deep Throat 


Catalog UPC Throat Spindle Qty. Per Shipping 
Number Number Capacity Depth Diameter Pack Weight Lbs. 
536 14819 ihe 3t/2” ae } 12 Sie 
537 14820 1/2" 31/2" 5/16” 12 51/4 
545 14821” 43/4" ie” 6 a 
546 14822 2'/2” 61/4” 3/3” 6 28 


See Safety Information on page 80. 


WELDERS CLAMPS 


Series 800-P 


Standard throat clamps 
with permanent pads, 
copper plated spindles. 
Like all Wilton clamps, the 
spindles are through-hard- 
ened and smooth operating. 
Wilton tough, forged frames, 
Series 800 Clamps are rec- 
ommended for normal duty 
work not requiring unusual 
throatdepth. Same features 
as our 800 Series clamps. 


Series 540-P 


Designed for strength and 
economy. Cast from high 
tensile strength ductile alloy, 
they have permanent pads, 
copper plated spindles. This 
carriage clampis for normal 
duty applications where 
extra throat depth or wrench 
tightening is not required. 
Same features as our 540 
Series clamps. 


Series 400-P 


Regular duty, extra deep 
throat. Wilton Series 400-P 
with same frame sizes as 
Wilton Series 400 clamps 
(page 30). Anti-spatter, 
copper-plated spindles 
added. The Series 400-P 
features strong, forged steel 
frames. All clamps individu- 
ally boxed and guaranteed 
against breakage. 


Series 4400-SEP 


Our most versatile clamp. 
The square throat design 
gives you more capacity, 
and the SLIPNOT feature 
allow secure holding of 
rounds, squares or flats. 
Copper plated spindles 
won't foul with spatter. 
Same features as our 4400- 
SE clamps. 


Wilton specially designs C-Clamps for welders. These clamps 
have all the features of our innovative C-Clamp line, plus anti- 
spatter and copper plated spindles. 


SPECIFICATIONS 

Minimum Shipping 
Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter TestLbs. Lbs. 


i nee UUE EEE EES EEE 


802-P 14715 Qr=2 113/16" 9/16" 2700 1"/4 
803-P 14729 O"'-3 15/16” 3/16" 3000 1%/s 
804-P 14743 0” -4 25/16" 5/a” 3700 2//e 
806-P 14757 0” = 6" 25/16" S/a” 4500 37/8 
808-P 14771 2”-8 2"5/16" 3/4” 5200 67/4 
810-P 14785 1'/2"- 10" = 3°/4" 3/4” 6000 83/4 
812-P 14799 1'/s"-12" 37/8” 3/4” 8000 12 


a 
SPECIFICATIONS 

Minimum Shipping 
Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter Test Lbs. Lbs. 


540-2'/2P 14800 0°- 2/2"  1%/s” "at" 1300 1°/s 
540-3P 14802 0”-3 1/16" Ye" 1800 1"/e 
540-4P 14804 0” - 4” 21/8" 5/8” 2600 2'/3 
540-6P 14806 0" -6 23/4" 5/” 2800 31/4 
540-8P 14808 2=8 3""/a2” 3/4” 3000 5 
540-10P 14810 2°-10" 3%” 3/4” 3800 67/s 
540-12P 14812 4°-12” 4” 3/4” 5000 8'/2 


foci dee a eee ee 
SPECIFICATIONS 

Minimum Shipping 
Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter Test Lbs. Lbs. 


a 


402-P 14215 0O°-2'/s" 2°” S/16” 3500 1°/s 
403-P 14229 0” - 3” 21/2” S/a” 3500 21/4 
404-P 14243 0°-4%/16" 31/4” 3/4” 6200 37/4 
406-P 14257 0°-6%/16° 41/8” 3/4” 6900 51/2 
408-P 14271 0°- 8%/16" 5” 3/4” 6600 67/8 
410-P 14285 2”-10'/s" 6” 3/4” 8000 10'4 
412-P 14299 2°-12%/16" 6°/16" 7/3” 9300 14°/s 


um  — — —————— 


SPECIFICATIONS 
Minimum Shipping 


Catalog UPC Throat Spindle Proof Weight 
Number Number Capacity Depth Diameter Test Lbs. Lbs. 
dal eda ace Sia eee 
4404-SEP 15989 0”-4” 4” 3/4” 4100 4°/s 
4406-SEP 15990 0”-6” 5? 3/4” 5400 65/8 
4408-SEP 15991 2° .- BP 6” 3/4” 5900 10'/e 
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See Safety Information on page 80. 


STEEL BAR CLAMP FIXTURES 


Wilton Steel Bar Clamp Fixtures are designed for use on any length ‘/2” or °/.” pipe. Clamp set includes 
frame, screw, handle, tip and slide. Easy to assemble. To use, just screw the head on regular pipe threads. 


Each Clamp Fixture features: 

m™ Clamp Foot with hardened, multiple disc clutch which grips the pipe automatically at any point 
™ Secure holding power and easy release 

™ Cold drawn steel with smoothly cut square threads 

ve 


Attractive, red baked enamel finish 


For use with any length */;” pipe. 


Style 500 Bar Clamp Fixture 


Catalog UPC Screw Clamp Clamp Sets Shipping 
Number Number Diameter Face Per Pack Weight Lbs. 
500 14824 5/3” 19/4” 12 34 


For use with any length '/2” pipe. 


Style 520 Bar Clamp Fixture 


Catalog UPC Screw Clamp Clamp Sets Shipping 
Number Number Diameter Face Per Pack Weight Lbs. 
520 14825 2” 1/2” 12 20 


See Safety Information on page 80. 


1800 Ibs. maximum 
proof test. Clamping 
arms are made of 
malleable iron. 


Notched hardened 
slip proof steel bar. 


Protective Caps prevent 
damage to soft 
materials. 


Wooden handle is 
specially designed to 
facilitate a sure grip, 
and increase the 
clamping force. 


\ TION: 
Catalog Throat Shipping 
Number Capacity Depth Weight Lbs. 
5008 ; 50081 _ or=8" 4” 2'/2 
5016 50166 0” - 16” 43/4” ; 4 
_ 5024 50244 0” - 24” 43/4” 4?/s 
5040 50400 0” - 40” 43/4” 61/4 


Save time, labor, and 


increase productivity with Cianp Gar 

Wilton Rapid Acting Spring tempered, 
hardened steel, galvanized. 

L-Clamps Replaceable Perma Pads 


If you are looking for a clamp to 
save you time, and increase per- 
formance Wilton L-clamps are a 
perfect value. Just slide the clam- 
ping arm to the workpiece and 
tighten. When the job is complete, 
simply loosen the spindle and 
slide the clamping arm back. L- 


clamps handle a wide variety of | bios Ferued 
work sizes and shapes, allowing Clamping Arm 
you to use less clamps on each Galvanized Steel. 
job. 


Specially Designed 
and Treated Spindle 
Hardened Steel, Rolled 
Thread, wear and weld 
Spatter Resistant. 


SPECIFICATIONS 
Catalog UPC Throat Spindle *Minimum Shipping 
Number Number Capacit Depth Diameter Proof Test Lbs. Weight Lbs. 
6006 18006 0-6” 434." A" 2100 2% 
— 6008 18008 0-8” 434" A" 2100 2% 
Y 6110 18110 0-10” 434" A" 2100 4% 
6010 18010 0-10” 434" A" 2600 45% 
te 6012 18012 0-12” 4%" 136" 2800 6% 
iid 6020 18020 0-20” 434" 1%5" 2800 7% 
Extra 6212 18212 0-12” 7” %e" 5400 12 
Heavy 6220 18220 0-20” a %e" 5400 14%. 
Industrial 6240 18240 0-40” 7 Ye" 5400 20 


See Safety Information on page 80. 


Save time, or save clamps with Wilton's 
unique L-Clamps. The moveable 
clamping arm saves you time because 
you slide it to your work, then engage 
the screw to tighten. L-Clamp save on 
the number of clamps you may need 
because one clamp accommodates a 
wide variety of sizes. 


See Safety Information on page 80. 41 


WILTON L-GRIP CLAMPS 


L-Grip Clamp 


Model 6204 


"Model 6206 


L-Grip Clamps are ideal for frequent repositioning work and have 
extended capacity for clamping a stack of metal sheets, an excep- 
tionally wide part, or holding work to adrill press table. Models 6204 
and 6208 have a straight arm style. Model 6206 has a special arm 
that is designed to facilitate difficult clamping jobs. 


Slide the arm to the workpiece, and fasten the grip for a sure hold. 
The forged clamping arm can be set in one position for repetitive 
jobs, or the arm can remain free-moving for rapid changes to 
different size work. 


SPECIFICATIONS 
Catalog UPC Maximum Throat Shipping 
Number Number Opening Depth Weight Lbs. 


6204 18204 nae ao 2"/p 
6206 18206 0”-6" 3" 23/4 
=~ 


6208 18208 ie 3” 23/4 


See Safety Information on page 80. 


Specialty 
Shop Equipment 


Save yourself time and money 
with the endless variety of 
grinding surfaces. 


You can go all the way from 
snagging and grinding to pol- 
ishing and buffing simply by 
rotating the square wheel 
platen, or using any of the 
optional special attachments. 


Model 4103 


Model 4103 
Shown with optional 
floor stand 


3. Tighten Allen bolt and tension belt. 


44 See Safety Information on page 82. 


Use for General Purpose or Precision Work 


1. Roughing - Serrated contact wheel is used for 
removing heavy stock, cleaning up a weld or snagging a 
casting. This durable 8-inch diameter serrated contact 
tire is used extensively for hollow grinding and profiling 
knives and other culinary tools and is standard equip- 
ment on all models. 


2. Flat and angular stock - Platen setting is the per- 
fectangle for high speed, precision, flat and level grinding 
of tools, knives, plastics and other material. Adjustable 
work rest is standard on all models. 


2. Flat and Angular Work 


1. Roughing 


5. Internal Contouring- The air-cushioned dead head 
is for use on very small radius grinding. When connected 
to a source of shop air (80-90 PSI), the belt rides on a 
cushion of air to decrease head and belt wear. The dead 
head is easy to use, and adapts to any of the available 
radius tips. Available as an optional accessory. Catalog 
No. 504496. 


6. Internal Contouring with Small Wheel - This small 
wheel accessory is designed for hard to reach places. 
Includes °/e", 70 durometer contact wheel, order catalog 
No. 505786. Additional contact wheels '/2" (#505787), 
3/4" (#505789) and 1" (#505790) are also available. 


7. Finishing - The buffing pad is perfect for satin finish 
or high gloss polishing. The fine, close stitched buffing 
pads are ideal for metal and plastic. (For use with the 
Hub and Wheel Assembly). These pads are available 
under Catalog No. 504426. 


8. Finishing - The nylon reinforced silicon carbide 
wheel is perfect for polishing and deburring. It puts a high 
lustre finish on the roughest surfaces and is excellent for 
steel, iron or aluminum. (For use with the Hub and Wheel 
Assembly.) This special nylon wheel is available under 
Catalog No. 505491. 


SPECIAL FINISHING ATTACHMENT 
Hub and Wheel Assembly 


A special accessory which offers the capability of use 
with a number of optional attachments. Includes a pre- 
balanced Hub shaft, collar, v-belt and special wrench for 
quick, easy changes. Order Catalog No. 505492. For 
use on all square wheel grinder models. 


3. Shaping - For grinding and refinishing cylindrical 
shapes. The yoke surface conforms to the shape of 

the surface to produce an even, smooth finish without 
danger of scarring. Excellent for tool post applications. 


4. Contouring - Grind difficult, hard to reach areas 
with the 3" x 2" or 1'/2" x 2" diameter contact wheels. 
Contours and shapes unique parts like propellers and 
metal furniture. 


See page 47 for Square Wheel Grinder 
Ordering Information 


3. Shaping 


4. Contouring 


5. Internal Contouring 6. 
with Air 


Internal Contouring 
with small wheel 


See Safety Information on page 82. 


Use this machine for virtually any finishing or grinding 
application imaginable! Model 4126 Square Wheel 
Grinder offers you infinite SFPM speeds ranging from 0- 
4600, which is one of the reasons this machine is so 
versatile. The 4126 comes complete with a 1 HP DC 
Motor along with a variable speed DC Controller unit. 
The unit may be attached directly to the machine, or 
mounted on awallortable. The addition of the vari-speed 
feature also allows for new application uses such as; 
deburring with the attachment of a crimped wire wheel 
brush, or edging with the attachment of a sanding disc. 
This model has all the standard features of the Wilton 
Square Wheel Grinder but offer much more versatility. 


DC controller allows variable speeds from 
0-4600 SFPM 


Model 4126 
shown with optional 
Floor Stand and Dust Scoop Kit 


| 46 See Safety Information on page 82. 


Special Vari-Speed Optional Accessories 
(For use with Hub and Wheel Assembly page 45) 
1. Deburring—The crimped wire wheel attachment is ideal 


for burr removal. Can be used on all types of materials. Good for 
deburring irregular shaped parts. Order Catalog No. 911365 


| 2. Blending & Cleaning—Brush contains silicon carbide or 

, aluminum oxide locked into nylon filaments. Will aggressively 
clean metal and non metal surfaces. Unaffected by solvents. Use 
wet or dry. Order Catalog No. 911366 


1. Deburring 


2. Blending and Cleaning 


Cat. No. 504544 

10” x 2” Serrated 

Contact Tire and 
Hub Assembly 


Cat. No. 504426 
Buffing Pads @ 


Cat. No. 554115 Dust Collecting System 
with Cat. No. 504974 Floor Stand. 


ORDERING INFORMATION 


Catalog DC 
Number Number Description 


4103 38303 Square Wheel Grinder, 2” x 72” Bench model 
Belt, 1 HP, 1 phase, 115/230V TEFC motor. 
Belt speed of 4600 SFPM. 115 Ibs. 


Square Wheel Grinder, 2” x 72” Bench model 
Belt. 2 HP, 3 phase, 230/460V TEFC motor, 
Belt speed 4600 SFPM. 127 Ibs. 


Square Wheel Grinder Variable Speed 
Bench model with 2” x 72” Belt 1 Hp, 1 phase, 
115 volt TEFC DC motor with DC Convertor. 
Speed range 0-4600 SFPM. 120 Ibs. 


4106 38309 


4126 38326 


All machines come standard with a 8” x 2” serrated contact tire 
assembly and a platen casting, 172” x 2” and 3” x 2” contact 
wheels. 


VARIABLE SPEED ACCESSORIES 


Catalog DC 
Number Number Description 


505479 50028 7” Face Plate and Grip Lok Hub. 
505487 50020 _ Fibre Grit-lok Disc (36 grit) Case Lots 25 
505488 50021 Fibre Grit-lok Disc (60 grit) Case Lots 25 
505489 50022 _ Fibre Grit-lok Disc (80 grit) Case Lots 25 
505490 50023 _ Fibre Grit-lok Disc (120 grit) Case Lots 25 
911365 50048 WireWheel Brush; 6” Dia. %” Arbor (Carbon) 
505485 50025 PG Wheel; include 5” Adaptor, 80 grit 


3. Finishing (Irregular Surfaces) 


3. Finishing (Irregular Surfaces) — Uniform finishes on fer- 
rous and non-ferrous metals. Use also for sanding and woodwork- 
ing applications. Order Catalog No. 505485 


4. Edging - These 7" Grit-lok Discs are perfect for applica- 
tions such as weld grinding and scale removal. Also for use 
on an endless variety of applications on metal, plastics and 
wood. Must order 7" face plate and Grit-lok Hub Kit, Catalog 
No. 505479. Easy to change Discs ordered separately and 
available in 36, 60, 80 and 120 grits. 


4. Edging 


REPLACEMENT BELTS 


(Available in Minimum lots of 10) 


Catalog Number DC Number 
911280 911300 
911281 911301 
911282 911303 
911283 911304 
911291 911302 
911292 911305 
911293 911306 


36 Grit 
50 Grit 
80 Grit 
120 Grit 
60 Grit 
180 Grit 
220 Grit 


ACCESSORIES 
Catalog DC 
Number Number Description 


554115 39315 Dust Collecting System: Includes dust collec- 
tor with '/2 HP, 1 phase, 115V, TEFC motor; 
3” x 5” hose, clamps; dust bag and Dust Scoop 
Kit, 50 Ibs. Customer to furnish 30 gallon drum, 
(504974 Floor Stand required, but not included). 


Floor Stand: For use with or without dust col- 
lecting system. 34”H x 18'/2”"W x 24”D; 85 Ibs. 


Air Cushioned Dead Head: Fits all units and 
includes °/s” radius tip (additional tips avail- 
able); shop air required. 


504974 38439 


504496 38171 


505786 50040 Small Wheel Assembly: Fits all units and 
includes °/s", 70 durometer contact wheel 


(additional wheels available). 


505492 50027 Hub and Wheel Assembly: Special accessory 
for a numbr of optional attachments includes 


hub, collar, v-belt and wrench for easy change. 


Buffing Pads: For use with the Hub and Wheel 
Assembly. Includes 5 pads. 


504426 50026 


505491 50029 ~ Nylon Polishing Wheel: For use with Hub and 
Wheel Assembly. Includes Anderlex wheel 


and spacer plate. 


10” x 2” Contact Wheel Assembly. Attachment 
for large internal radius grinding and snagging. 


504544 382191 


554130 50008 Special kit to convert existing square wheel 
grinder to a variable speed model. Includes DC 


controller and motor. 


See Safety Information on page 82. 
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Wilton's Combination Belt/Disc Finishing 
Machine will handle virtually all the finish- 
ing operations in a production line, metal 
or wood pattern shop, machine shop, 
cabinet or school shop in one compact 
unit. For all your sanding, grinding, cham- 
fering, deburring or general purpose needs, 
Wilton offers the 6" Abrasive Belt Machine 
or the 12" Disc Machine separately, along 
with the Combination Belt, Disc Finishing 
Machine. 


A powerful 11/2" HP motor provides opti- 
mal speeds of 2400 RPM for disc and 
3260 SFPM for belt finishing. These speeds 
are ideal for working in metal, wood, plas- 
tics, compositions, leather and more. A 
deluxe miter gauge is standard equipment 
with any machine you choose. 


6" Abrasive Belt Finisher 

© Adjustable, and removable platen 

™ Removable upper guard for contour 
finishing 

® Variable-position locks belt head 
adjusts vertically, horizontally and in 
between 

® Ribbed table adjusts to any angle 

™ Adjustable dust deflector and dust 
spout 


12" Abrasive Disc Finisher 

® Fullymachineddiscruns vibration free 

® Shaft-mounted disc for power and 
accuracy 

™ Ribbed table adjusts to any angle 

® Deluxe miter gauge is standard 


See Safety Information on page 82. 


COMBINATION 
BELT 
DISC 

MACHINE 


Simplify All Your Finishing Needs 


() 1. Contour Finishing 

, Remove the upper belt guard to expose the 
finishing surface of the drum for contour 
work. 


2. Mitering 

The belt finisher operates vertically, 
horizontally, or at any angle in-between. 
Adjusting the table and the belt headis fast 
and easy. 


3. Flat Finishing 

With head tilted horizontally, and the back 
stop in place, finishing of flat stock is easy. 
Back stop prevents work from moving with 
the belt. 


4. Precision Finishing/Accurate Mitering 
Finishing operations are virtually unlimited 
with the disc sander. Precision deburring, 
precision chamfering and grinding are all 
performed on the machine's abrasive disc. 
Use the standard miter gauge in combina- 
tion with the tilt table and simplify both plain 
and compound miters. Use the disc to 
handle free-curved grinding, finishing with 


jigs and angle grinding. 

ORDERING INFORMATION SPECIFICATIONS 

Wilton’s 6” Belt/12” Disc Finishing Machine is available in BELT MACHINE 

five different models. These machines are floor models, and Table Size 73/5" x 1434" (187 x 375mm) 
come with a Miter Gauge. Table Tilt 45° Out: 20° In 


Catalog DC Miter Gauge Groove ¥e" x ¥%" (9.5 x 19mm) 
er Platen 6%" x 1434” (159 x 375mm) 
N Numb 
umber Number Description Belt Size 6" x 48” (152 x 1219mm) 
4200 38500 Single Phase 11/2 HP TEFC Motor. Belt Speed 3260 SFPM 
115/230 Volts and Push Button Switch. 
(Connected 230 Volts.) DISC MACHINE 
4202 39502 =‘ Three Phase 1% HP TEFC Motor. Table Size 12” x 168” (305 x 416mm) 
(Connected 230 Volts.) Table Tilt 45° Out; 20° In 
4203 38503 Three Phase 11/2 HP TEFC Motor. 230/460 Miter Gauge Groove ¥e" x ¥" (9.5 x 19mm) 
Volts, Magnetic Starter and 24 Volt Push Disc 12” (305mm) Diameter 
Button Switch. (Connected 230 Volts.) Disc Speed 2400 RPM 
4204 38504 Three Phase 11/2 HP Motor. 230/460 Volts, 
Full JIC, 110 Volt Push Button Switch. OVERALL DIMENSIONS 
(Connected 460 Volts.) Height: (Belt in vertical position) 572" 
4211 38511 Same as model 4200, with base and motor Width: 2512” Depth: 19” Weight: 250 Ibs. 


unassembled. 


Standard Miter Gauge 

A die-cast aluminum miter gauge is standard. It has 
pivoting work support, body with pointer and calibrations 
through 120° 
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BELT MACHINE 


AND DISC MACHINE 


Wilton offers you the option of choosing either a 
separate belt machine or a separate disc machine. 


12" DISC 
FINISHING 
MACHINE il 


12” DISC MACHINE 

Wilton’s 12” Disc Finishing Machine is available in five different 
models. These machines are floor models, and come with a Miter 
Gauge. 


Catalog DC 
Number Number Description 


4400 44000 Single Phase 1% HP TEFC Motor. 
115/230 Volts and Push Buttom 
Switch. (Connected 230 Volts.) 
Three Phase 11/72 HP TEFC Motor. 
(Connected 230 Volts.) 

Three Phase 11/2 HP TEFC Motor. 
230/460 Volts, Magnetic Starter and 
24 Volt Push Button Switch. 
(Connected 230 Volts.) 

Three Phase 11/2 HP Motor. 230/460 
Volts, Full JIC, 110 Volt Push Button 
Switch. (Connected 460 Volts.) 
Same as model 4400, with base and 
motor unassembled. 


4401 44001 


4402 44002 


4403 44003 


4411 44004 


SPECIFICATIONS 

DISC MACHINE 

Table Size 12” x 16%6” (305 x 416mm) 
Table Tilt 45° Out; 20° IN 
Miter Gauge Groove ¥e" x 3%" (9.5 x 19mm) 
Disc 12” (305mm) Diameter 
Disc Speed 2400 RPM 
OVERALL DIMENSIONS 

Height: 43” Width: 16” Depth: 19” Weight: 164 Ibs. 


6" BELT 
FINISHING 
MACHINE 


6” BELT MACHINE 

Wilton’s 6” Belt Finishing Machine is available in five different 
models. These machines are floor models, and come with a Miter 
Gauge. 


Catalog DC 
Number Number Description 


4300 43000 Single Phase 1% HP TEFC Motor. 
115/230 Volts and Push Button 
Switch. (Connected 230 Volts.) 
Three Phase 11/2 HP TEFC Motor. 
(Connected 230 Volts.) 

Three Phase 11/2 HP TEFC Motor. 
230/460 Volts, Magnetic Starter and 
24 Volt Push Button Switch. 
(Connected 230 Volts.) 

Three Phase 112 HP Motor. 230/460 
Volts, Full JIC, 110 Volt Push Button 
Switch. (Connected 460 Volts.) 
Same as model 4300, with base and 
motor unassembled. 


4301 43001 


4302 43002 


4303 43003 


4311 43004 


BELT MACHINE 

Table Size 7T¥e" x 1434" (187 x 375mm) 
Table Tile 45° Out; 20° In 
Miter Gauge Groove ¥e" x 394" (9.5 x 19mm) 
Platen 6%" x 1434" (159 x 375mm) 
Belt Size 6” x 48” (152 x 1219mm) 
Belt Speed 3260 SFPM 


OVERALL DIMENSIONS 
Height (Belt in vertical positon) 571/2” 
Width (Belt in horizontal position) 25'/2” 


Weight 211 Ibs 
Depth 19” 


50 See Safety Information on page 82. 


» Belt Machine and Disc Machine Accessories 


Belt and Disc Sander Accessories 

Add Versatility, Convenience 

This machine includes a high quality 80 grit aluminum 
oxide abrasive belt and 50 grit aluminum oxide abrasive 
disc from a leading U.S. manufacturer. We suggest that 
you order replacement belts and discs from your Wilton 
distributor. 


Model Shown 
4200 with 


) y optional dust 


collection system 


ACCESSORIES — ORDERING INFORMATION 


Dc 

Number Description 

39410 Dust collector less drum - For cleaner, safer work area, a high quality dust collector 
constructed of steel and cast aluminum is available. This self-contained unit includes five feet 
of hose and filter bag for use with your drum. Offered in 115/230VAC only, the unit features 
quiet, continuous duty TEFC motor with permanently lubricated ball bearings, self-cleaning 

radial blade. This is all that is needed for hook up to the separate belt machine. 


DUST COLLECTOR SPECIFICATIONS 
Ya dBA @ 5' 


Catalog 
Number 


554210 


Motor Horsepower 


Maximum CFM 450 Hose Size 3”x 60" 
Maximum SP 7 Ibs. Drum Size* 30 gal. 
Maximum Hose Velocity 9000 FPM Ship Weight 

Bag Area 10.6 Sq. ft. 


* Not included, user must furnish drum. 


505228 38693 Backstop assembly — astop for flat work on the belt. Allows flat belt finishing, prevents the workpiece 
from moving with the belt. Weight — 4 Ibs. 

505229 36994 Wood fence assembly — Provides support for narrow workpiece or edge finishing on your belt unit. 
Weight — 6 lbs. 

505237 38702 Hose kit for disc dust collection — consists of cast funnel attachment, hose adaptor, 5 feet of high 

temperature hose, “Y” connector, and two hose clamps. Weight — 10% Ibs. Must be purchased to attach 

combination Belt/Disc machine to disc dust collection system 554210. 

Adaptor needed to attach separate disc machine to the dust collection system 554210. 


505294 
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Wilton bench grinders are designed 
for the professional mechanic. Ex- 
tended frame models utilize a tapered 
body design which allows greater 
accessibility to the side and front of 
the wheels. This makes grinding of 
long or odd shaped pieces possible 
without interference from the motor 
housing. When the wheels become 
worn, the body design acts to the 
operator's benefit. 


Standard features: 

36 and 60 grit Grinding Wheels 
Fully adjustable steel Tool Rests 
Plexiglass Safety Eyeshields 
Full Guard Covers 

Vented Wheel Guards 

Spark Breakers 

Built-in Water Pots 


The motors are fully enclosed, splash- 
proof and dust-proof. Lifetime lubri- 
cated motor shafts are mounted on 
precision ball bearings for smooth 
and quiet operation. '/2, °/4 and 1 HP 
feature capacitor starts motors. 


Available in 1/3, '/2, 9/4 and 1 horse- 
power models, the grinding wheels' 
diameters measure 6", 7", 8", and 10" 
respectively. All models except 153, 
153A, 160 and 161 series carry ap- 
proval from UL and CSA. 


Pedestal Bases 

Matching bases are stable and pro- 
vide portable or permanent installa- 
tion. Convenient height. 


SPECIFICATIONS 


Model 152A and 153 
6” Wheel 1/3HP 4, 


Model 155 7” Wheel 
1/2 HP—Extended Frame 
Illuminated Eyeshields 


Model 156 
For Models 152A, 154, 155 
34"H_ 141/" x 14'/2" Base 


Model 159 
For Models 157 and 158 
34"H 18"x 18" Base 


Distance No 
Catalog UPC Service Wheel Dimensions Between Load Motor 
Number Number Duty Dia. Arbor Face Wheels R.P.M. H.P. 
152A 19002 Medium iG” Yo" ¥" 12%" 3450 V3 
154 19004 Heavy 7 %e" Ae 15%" 3450 vp) 
155 19005 Heavy , Ca 3%" ate 15%" 3450 Vp 
157 19007 Heavy 8” %y" 1” 17" 3450 % 
158 19008 Heavy 10” Ya" qi 19” 1725 1 
156 19006 Pedestal Base for models 152, 154, 155 
159 19009 Pedestal Base for models 157, 158 
*153 19003 Medium 6" Ya" %" 12%" 3450 VW 
160 19010 Heavy i Gi a" lig 15%" 3450 Vp 
161 19012 Heavy 8” %" qi 153%4" 3450 % 


* 153A - Same as 153 except with one wire wheel, and one grinding wheel. 


See Safety Information on page 82. 


Model 154 and 160 
7" Wheel 1/2 HP 


Model 157 and 161 8” Wheel 
3/4 HP—Extended Frame 


Model 158 10” Wheel 
1 HP—Extended Frame 


AC 
Voltage Shipping 
1-Phase Overall Weight 
Motor L H Lbs. 
115V 17" 9%" 29 
115V 19%" 934" 41 
115V 19%" 93%" 41 
115V 20%" 1134" 56 
115V/230 23” 13%" 89 
36 
54 
115V 165%" 9%" 32 
115V 19%" 103%” 44 
115V 22%" 11%" 55 


WILTON 
VERTICAL BAND SAW 


SPECIFICATIONS 

Model 8014 

Cutting Capacity 6'/16” (1-170mm) 
Throat Depth 14°/16” (360mm) 
Blade Width "/e” - "/2” (2-13mm) 
Length of Saw Blade 106” - 110'/2” 


Belt Stepless Variable Speed 98' - 394' ft/min 
(30 - 20m/min) 


*Main Motor/Grinder Motor 1HP, '/sHP 


Electric Welder 2.0KVA 

Table Tilt R-45° L-15° F.B-10° 

Height of Table 357/16” (900mm) 

Dimension of Machine 63” x 389/16” x 2215/16” 
(1600 x 970 x 580mm) 

Net Weight 709 Ibs. 

Table Size (Tilting) 1917/2” x 21 1/4” 


* All models are equipped with 220/440V. 115V at 
switch, magnetic starter, 3 phase. 


Optional Blade Welder 


A Blade Welder with 
Grinder, Blade 
Shear, and Annealer 
is available. This unit 
when ordered is 
mounted onto the 
vertical band saw, 
and is capable of 
welding new or bro- 
ken blades. 


Model 8014 (14”) 
Model! shown with optional 
blade welder fully mounted on machine. 


REPLACEMENT BLADES 


Catalog DC 
Number Number Description 


———— Please note: These welders are not dual voltage. 
910838 50004 %"”x 025x110" (10 teeth) for 8014 When ordering, please specify either 
ae 220 or 440 voltage. 

To order, see accessories chart below. 


ORDERING INFORMATION 


ACCESSORIES 
Catalog DC 
Number Number Description Catalog DC 
—_—_ Number Number Description 
8014 80014 14" Vertical Band Saw, 1 HP, 3 phase, 
220/440 Volt, 115 at switch, magnetic starter. 8000 80000 Electric Blade Welder for use with 
Weight 709 Ibs. Vertical Band Saw model 8014. 
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WILTON 5” x 8” HORIZONTAL 
CUT-OFF BAND SAW 


The First Wet-Cutting 


Machine in its Size 

Drive train is powered by a full '/2 horsepower 
motor, rated at 1725 RPM and provides 3 
cutting speeds, 85, 125, 200 SFPM which 
permits cutting metal, plastic and wood. 


A steel heat-treated worm driving a bronze 
worm gear gives smooth and quiet operation 
of the gear box assembly. Wilton's oil bath drive 
train extends the production life of the machine 
parts. The 5” x 8” blade guides adjust fully in 
both directions and in three planes. The saw's 
sliding guide arm permits positioning close to 
the cut. 


Fully equipped for wet-cutting, the 5” x 8” Wet 
is complete with a steel coolant trough and 
submersible coolant pump. The tank is re- 
movable for cleaning, Flexible hose, shut-off 
valve and nozzle 


SPECIFICATIONS 
Cutting Capacity 5” Round 

7'/2" wide x 5” high Rectangle 
8” wide x 1” high Flat Stock 


4'/2” wide x 5” high at 45° 


Blade Size '/2" x .025” x 681/2” 

Blade Speeds 85-125-200 SFPM 

Blade Guides Side: Eccentric Shaft, ball bearings 
Rear: Ball Bearing 

Blade Wheels 7'/2" Diameter, Flanged cast iron 

Blade Drive Steel, heat treated worm driving a 
bronze worm gear in oil bath. 

Motor ‘2 HP, capacitor start, 1725 RPM 


L 38” x W 16” x H 38” - Cut-off position 
1 Gallon Capacity, single phase motor. 
Wet cutting models complete with hose, 
flexible nozzle, shut-off valve, tank 

and baffle. 


Machine Dimensions 
Coolant Pump 


An oil bath drive 
train provides con- 
stant lubrication to 
internal moving parts. 
Assuring smooth, 
quiet operation is a 
gear reduction drive 
assembly - a steel, 
heat-treated worm 
driving a bronze 
worm gear. 


The centrifugal 
pump on the 5” x 8" 
wetis fan-cooled and 
thermally protected. 
Its tank has a one 
gallon capacity. 


Three blade guide 
bearings provide full 
roller support and in- 
sure proper blade 
alignment for the 5” x 
8". The assembly 
combines two ball 
bearings mounted on 
an eccentric shaft 
and a ball bearing 
rear guide. They are 
adjustable in three 
planes and are 
mounted on a dove 
tail. 


A steel coolant 
trough runs the full 
length of the base to 
minimize over- 
splashing. Submers- 
ible pump, tank, hose 
and nozzle are in- 
cluded as standard 
on the wet cutting 
model. 


ORDERING INFORMATION 


Catalog DC 
Number Number Description 


Wet Cutting Models includes complete coolant system 
3230 36830 5” x 8" Wet Metal Cutting Band Saw with 
'/2 HP, 1 phase, *115/230V motor, 165 Ibs. 


Dry Cutting Model 
3130 36820 5” x 8” Dry Metal Cutting Band Saw with 


‘/2 HP, 1 phase, M15/230V motor, 160 Ibs. 


“Standard machine connected 115V, unless otherwise specified. 


REPLACEMENT BLADES 


Catalog DC 
Number Number Description 


563126 38126 
*563107 38107 
563124 38124 


*8 teeth per inch-'/2” x .025” x 68'/2” blade 
10 teeth per inch-'/2” x .025” x 68'/2” blade 
14 teeth per inch-'/2” x .025” x 68'/2” blade 


“Supplied as standard on band saws. 
ACCESSORIES 


Catalog DC 
Number Number Description 


563302 39302 


Wheel Assembly Kit includes of handle, 
2 wheels and axle for convenient moving of 
band saw from work station to work station. 


See Safety Information on page 82. 


7’ x 12” HORIZONTAL 
CUT-OFF BAND SAW 


Designed to be the Top Performer 


in its Class 

The Wilton 7” x 12” is designed and built with a cast iron 
head, cast iron bed and steel components for durability 
and accuracy. This solid construction, together with the 
saw's peripheral drive train, has proven excellent through 
their on-the-job track record. Wet cutting models use 
coolant to reduce friction, extend blade life and provide a 
cleaner cutting operation. 


Hydraulic Feed 


Blade Tension Rugged Box Steel : 
Adjustment Backbone 
SPECIFICATIONS 


7” Round 

11'/4” wide x 7” high Rectangle 
12” wide x 2” high Flat Stock 
6” wide x 7” high at 45° 


Cutting Capacity 


Blade Size 3/4” x .032” x 101” 

Blade Speeds 60-110-115-205 SFPM 

Blade Guides Side: Eccentric Shaft, ball bearings 
Rear: Ball Bearing 

Blade Wheels 11'/1e” Diameter, Cast iron 

Blade Drive Double reduction, internal gear 
assembly 

Motor 3/4 HP, capacitor start, 1725 RPM, 
single phase, 115/230V 

Vise Rapid acting, continuous screw tight- 


ening vise 
Machine Dimensions L 58” x W 20” x H 46” - Cut-off 
position 
Coolant Pump Submersible in 5 gallon tank. Wet 
cutting models complete with hose, 
flexible nozzle, shut-off valve and 


tank baffle. 


Available in 
wet or dry cutting models 


Full Blade Support Rapid Acting Vise 


ORDERING INFORMATION 


Catalog DC 
Number Number Description 


Wet Cutting Models includes complete coolant system 

3535 37275 7” x 12” Wet Metal Cutting Combination 
Band Saw with °/sHP, 1 phase, *115/230V 
motor, 450 Ibs. with hydraulic feed. 


Dry Cutting Model 
3502 37240 


7” x 12” Wet Metal Cutting Combination 
Band Saw with °/4HP, 1 phase, *115/230V 
motor, 440 Ibs. with hydraulic feed. 


*Standard machine connected 115V, unless otherwise specified. 


REPLACEMENT BLADES 


Catalog DC 
Number Number Description 


504423 38923 
*504364 38016 
504424 38076 


8 teeth per inch-/s” x .032” x 101” blade 
10 teeth per inch-?/s” x .032” x 101” blade 
14 teeth per inch-?/s” x .032” x 101” blade 


*Supplied as standard on band saws. 


See Safety Information on page 82. 


WILTON 4” x 6” TRADESMAN 
METAL CUTTING BAND SAW 


Utility Metal-Cutting Saw 
for Metal, Wood and Plastic 
Cutting Needs 


This rugged cast iron construction saw 
features a completely sealed ball bearing 
worm gear drive assembly. It offers a three 
step pulley allowing 85, 125 or 200 SFPM for 
many metal, wood and plastic cutting needs. 
Precision work holding vise and a ground 
work base. Shuts off automatically when 
horizontal cut is completed. 


SPECIFICATIONS 

Cutting Capacity 4°/s” Round 
5'/2” wide x 4” high Rectangle 
6” wide x 11/2” high Flat Stock 
2°/4” wide x 4°/s” high at 45° 

Blade Size "/2” x .025” x 64'/2” 

Blade Speeds 85-125-200 SFPM 

Blade Guides Side: Ball Bearings 
Rear: Ball Bearing 

Vise Adjustable 45° to 90° 


L 37” x W 16” x H 37” - Horizontal 
with stand 


Machine Dimensions 


ACCESSORIES 


Catalog DC 
Number Number Description 


563302 39302 Wheel Assembly Kit consisting of handle, 2 
wheel and axle for convenient moving of band 
saw to various work station. 


ORDERING INFORMATION 


Catalog DC 
Number Number Description 


3230 36830 4” x 6” Dry Metal Cutting Band Saw with 


'/e HP, 1 phase, *115/230V 60Hz motor with 
floor stand. 155 Ibs. 


“Connected 115V, unless othewise specified. 


REPLACEMENT BLADES 


Catalog DC 
Number Number Description 


*563303 39303 10 teeth per inch-2" x 025” x 641%” blade 
563304 39304 14 teeth per inch-2” x 025” x 6412" blade 


*Supplied as standard on band saws 


See Safety Information on page 82. 


Wilton's Circular Cut-Off Saws offer more high 
quality features and design advantages than any 
other machines in their price range. Saws cut 
solids, tubing and structural shapes fast, produc- 
ing clean, smooth mill finishes. Blade rigidity 
generates cuts of extreme accuracy and close 
tolerances. 


* Totally enclosed 
blade guard 


¢ Rapid acting vise 


+ 24 volt at switch 9 + Coolant Pump 


¢ Bar Stop 


%, * Service 
Spanners 


Model #9060 


SPECIFICATIONS 


Catalog Number 9002/9003 9004/9005 9006/9007 9060 
Electric Motor HP 1.5/2 2/3 1.5/2/3 1 
Blade Shaft RPM 45-90 45-90 25-50-100 53 
Maximum Blade 109/4” 123/s” 13/4” 
Standard Blade 93/4” 1039/4” 4113/4” 9 225mm 
Weight - Pounds 290 500 540 77 
Cutting Capacity O —3.30” O 4.10" O 4.70” O 2.50" 
90° EE] 275x275" O 3.70” x 3.70” ET -4:10%%x4.110" 2.50" x 2.50" 
(2) 3.90” x 2.20” (5 5.90” x 2.90” (7 7.40” x 2.90” CL] 3.0" x2,0" 
Cutting Capacity O 2.75" oO 3.50” oO 3.90” oO 2.40" 
45° O 2.50” x 2.50” O 2.90” x 2.90” O 3.30” x 3.30” O 2.40" x 2.40" 
FE) 2:75::% 2:20" E-]3:50" x:2.20° L13:90"'%2.75° L_)) 2.50" %:2,0" 


Overall Dimensions 
75? xX St"x2t” 29:5" x'37.5" « 25.5" 29,5" x 39.3" x 27.5" 15" x23%/s" x 23%/s 


ORDERING INFORMATION 
REPLACEMENT BLADES 


Catalog DC 

Number Number Description 

9002 90020 10” Circular cut-off saw, 2 speed, 220V 3PH 1.5/2HP 24V at the switch. 
9003 90030 10” Circular cut-off saw, 2 speed, 440V 3HP 1.5/2HP 24V at the switch. 


Catalog DC 
Number Number Description 


569008 90080 For use on 9002/ 
9003 9°/4", 250MM 

569009 90090 For use on 9004/ 
9005 10°/4",275MM 

569010 90100 For use on 9006/ 
9007 11°/4", 300MM 

569097 90060 For use on 9060 9", 
225MM 


9004 90040 11” Circular cut-off saw, 2 speed, 220V 3PH 2/3HP 24V at the switch. 
9005 90050 11” Circular cut-off saw, 2 speed, 440V 3PH 2/3HP 24V at the switch. 
9006 90060 12" Circular cut-off saw, 3 speed, 220V 3PH 1.5/2/3HP 24V at the switch. 
9007 90070 12” Circular cut-off saw, 3 speed, 440V 3PH 1.5/2/3HP 24V at the switch. 
9060 90006 9"Circuiar cut-off saw, 1 speed, 115V 1HP 


See Safety Information on page 82. 
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Practical Medium Duty Drilling 
Models 


Both the 16" 6-Speed (Model 2800) and 20" 
9-Speed (Model 2400), feature rugged cast 
iron design with ground steel column for 
continuous drilling accuracy in metal, wood 
and plastic. Head castings have permanently 
lubricated ball bearing spindle assembly. On 
each machine four heavy duty ball bearings 
are mounted on 2" diameter quill for accuracy 
and long life. 


Table with coolant trough and T-slots, 
equipped with locking rack and pinion 
mechanism for height adjustments. Tilts 45° 
right or left for angle drillings; 3-spoke handle 
with adjustable tension spring and depth stop. 
Front-mounted locking power switch, 16" 
model equipped with #2 Internal morse taper 
spindle with arbor and °/e" Key chuck. 20" 
model equipped with #3 internal morse taper 
spindle with arbor and °/e" Key chuck. 


SPECIFICATIONS 


Model 2800 (16”) 2400 (20”) 
Capacity, cast iron* Up to 5/s” id 
Capacity, steel Up to °/s” 34” 
Drills to center 16/2" 20” 
Motor ‘/2 HP, 1725 RPM 1HP, 1725 RPM 
Quill Diameter 2 2'/2” 
Spindle Travel 4°/e” 413/16” 
Chuck Size 5/8” Key Chuck 5/s" Key Chuck 
Spindle Speeds 420,760, 1150, 150, 260, 300, 
1600, 440, 490, 540, 1150, 
2180, 2900 RPM 1550, 2220 RPM 
Table Size 12°x12” 18°/" x 165/8” 
(with coolant trough) (with coolant trough) 
Table Work Surface 9°/a" x 9°/e” 1553/4" x 13/2” 
Column Diameter 85/52" 8°52” 
Base Size 20” x 123/4” 2235/4” x 1779/4 
Base Work Surface 8" x 7°/e” 16's" x 1317/6” 
Spindle to Base 491/s” 491/5” 
(with T-slots) 
Overall Size 123/a"W x 261/2"D x 22'/2"W x 37'/2'D x 
673/4"H 68'/4"H 


*Capacities for continuous production will vary based on appli- 
cation. Contact your Wilton representative with your exact 
production line specifications. 
**Shipped with head, table and base unassembled from col- 


umn. 


TRADESMAN 


Model 2400 
(9-Speed) 


Model 2800 
(6-Speed) 


ORDERING INFORMATION 


Catalog DC 
Number Number 


2800 28000 


Description 


16” 6-speed floor model, 2 HP, 
single phase, 1725 RPM, 115/230 


Volt motor. Shipping Weight: 210 Ibs. 
20” 9-speed floor model, 1 HP, 
single phase, 1725 RPM, 115/230 
Volt motor. 

Shipping Weight: 335 Ibs. 


2400 24000 
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See Safety Information on page 82. 


18” LIGHT DUTY TRADESMAN 


DRILL PRESSES 


i 


Model 2500 Model 2530 


ORDERING INFORMATION 


Catalog DC 

Number Number Description 

20500 15" 12-speed floor model, '/2 HP, 
single phase, 1725 RPM, 115 volt 
motor. Shipping Weight: 185 Ibs. 


2530 20530 


15" 12-speed floor model, '/2 HP, 
single phase, 1725 RPM, 115 volt 
motor. Shipping Weight: 157 Ibs. 


The Wilton 15" Tradesman Light Duty Drill 
Presses are designed for drilling a variety of 
shop materials including metals, wood and 
plastic. Both the floor model (2500) and the 
bench model (2530) feature 12 versatile 
speed settings. Simple push start/stop but- 
ton control allows easy, safe operation. 


Drills come standard with a round worktable 
which tilts 45° right or left, and has diagonal 
slots for clamping. Table includes a raising 
and lowering mechanism for adjusting the 
work area to the desired height. Models are 
also equipped with a No. 2 Morse Taper 


and °/s" key chuck. 


12 speed step pulley transmission drive. 


SPECIFICATIONS 


Model 

Capacity, cast iron 
Capacity, steel 
Drills to center 
Motor 


Quill Diameter 
Spindle Travel 
Chuck Size 

12 Spindle Speeds 


Table Size 


Table Work Surface 


Column diameter 
Base Size 
Spindle to Base 
Overall Size 


Floor 2500 

Up to °/s" 

Up to 1/2" 

15" 

le HP; 1725 RPM 


17/s" 

3/s" 

5/8"; Key Chuck 
250, 340, 390, 
510, 600, 650, 
990, 1550, 1620, 
1900, 2620, 3100 
10" x 10" 

10" x 10" 

27/8" 

11" x 191/2" 

48°/4 


26" x 13°/s" x 631/2" 


See Safety Information on page 82. 


Bench 2530 


Ye HP; 1725 RPM 


17/3" 

33/8" 

5/8"; Key Chuck 
250, 340, 390, 
510, 600, 650, 
990, 1550, 1620, 
1900, 2620, 3100 
10" x 10" 

10" X 10" 

27/8" 

11"x 18" 

24'/2 

26" x 13°/s" x 391/4" 


15" VARI-SPEED and 6-SPEED 


DRILL PRESSES 


Speed Range 


Vari-Speed 
5000 


with 1725 RPM motor 


60 


6-Speed 


- 
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° 
E 
= 
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375 


Both these 15” drills are heavy to provide a solid base for 
drilling, and offer greater range in spindle speed than any 
competitor. Larger quills mean greater accuracy and the 
expansive production worktable gives the operator the 
room to operate and supports the job. The backbone of 
the system is a 3” column for head support, the quill is 
also supported to lessen deflection. 


The Wilton Vari-Speed Drill Press provides power at 
speeds from 400 to 5,000 RPM. Simple handwheel 
adjustment sets the speeds, and an immediate speed 
reading appears on the face plate scale. 


The Wilton 6-Speed Drill uses a 1725 RPM motor stan- 
dard to provide speeds of 375, 625, 1125, 1950, 3400, 
and 5000 RPM. Wilton’s belt and pulley system delivers 
maximum power and ensures safety during speed 
changes. 


SPECIFICATIONS 

Capacity, cast iron* Up to °/s” 
Capacity, steel* Up to '/2” 
Drills to center 15” 

Quill diameter 2"/4” 
Spindle travel 6” 


Spindle speeds, Vari-Speed with 1725 RPM motor 400 to 5000 
Spindle speeds, 6-Speed with 1725 RPM motor 375, 625, 


1125, 1950, 
3400, 5000 
Single Spindle Floor Models 
Base ground surface 10'/4” x 15” 
Spindle to table 41” 
Spindle to base 47'/2” 
Height, overall 6771/2” 
Single Spindle Bench Models 
Base working area 9” x 10” 
Spindle to table 12'/4” 
Spindle to base 18” 
Height, overall 38'/2” 


*Capacities for continuous production use will vary based on applica- 
tion. Contact your Wilton representative with your exact production line 
specifications. 


ORDERING INFORMATION 


Catalog DC 
Number Number Description 


5816 30029 15” variable speed floor model, standard 
table; 2” key chuck; % hp, single phase, 
1725 RPM 115/230 volt motor and push 
button switch. Shipping weight: 238 Ibs. 

3816 30479 15" 6-speed floor model, standard table, 12” 
key chuck; % hp, single phase, 1725 RPM 
115/230 volt motor and push button switch. 
Shipping weight: 236 Ibs. 


See Safety Information on page 82. 


Wilton tables have unlimited applications. These powerful 
lift tables with complete mobility allow use in machine 
service or repair, finished 
goods or parts handling, 
production table extension 
or anywhere you need to lift 
and transport heavy items. 


Equip the Lift Table witha 
combination vise to make 
it a rolling maintenance 
table. 
SPECIFICATIONS 
Model 550 Model 1600 
Maximum Capacity 550 Ibs. 1600 Ibs. 
Table Height - Maximum: 34" 381/," 
Minimum: 10" 163/8" 
Table Top Dimensions: 32" L x 19%/s"W = 393/s" L x 20'/2" W 
Overall Dimensions: 40"L 62” L 
215/s" W 21°/s" W 
34°/e" H 38/4" H 
Shipping Weight: 145 Ibs. 319 Ibs. 
UPC Number 18550 18160 


INDUSTRIAL CUTTERS 


Wilton brings you four models of cutting tools for your general purpose or 
maintenance needs. When the job calls for cutting concrete reinforcing 
rods, medium tensile and soft bolts, rods, rivets, bars, chains or up to 1" 


wire rope, reach for a Wilton cutter. 


In a special process of two-stage hardening, the entire jaw is hardened 
and the cutting edge is given a second, high frequency heat treatment. 


The result is a long-lasting cutting edge you can depend on. 


Cam bolts allow adjustment of both blades by parallel movement for fewer, 
more precise adjustments than conventional cutters. Our industrial 
cutters exceed USA Federal Specification No. GGG-C-740D, Type II. 


1. Loosen nuts on cam bolts 2. Align cutter jaws by rotating 3. Tighten nuts. 
about one round (360°). the cam bolts; move arrows 
on cam bolt inward and 


close jaw. 


RAISE TABLE 


PEDAL 


ORDERING INFORMATION 


Catalog UPC 


ACCESSIBLE 
EASILY WITH FOOT BRAKE PEDAL 


Capacity 
To Brinell 300 To Brinell400 Shipping 


HYDRAULIC 
CYLINDER AND 
HAND KNOB 


Number Number Description Rockwell C31_ Rockwell C42 Weight Lbs. 
6118 18118 18" Clipper Cut Bolt Cutter 3/8" Va" 23/4 
6124 18124 24" Center Cut Bolt Cutter The" 5/16" 61/4 
6130 18130 30" Center Cut Bolt Cutter Vo" 3/e" 91/4 
6136 18136 36" Center Cut Bolt Cutter S/16" The" 14 


See Safety Information on page 82. 
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CATALOG NO. MIDGET 345 
UPC NUMBER 16060 


New design increases capacity and 
provides more positive lock with a 
workholding capacity of 6 Ibs. Fast 
on-off action with horizontal handle. 
All parts are steel, cadmium plated. 
Mounting stud is 5/16-24. Weight: 
1 Ib., Base Diam.: 2%", Overall 
Height: 1%” 


APPLICATION 

Recommended for intriciate elec- 
tronic work including small printed 
circuits. 


POWRARM VISE 
MECHANICAL COMBINATIONS 


PowRarm Work Positioners 


PowRarm vise combinations 


CATALOG NO. VEEP 344 
UPC NUMBER 16120 


New design provides more 
workholding capacity (up to 20 Ibs.) 
and faster on-off action. Horizontal 
handle easily accessible and well 
below level of work. ¥2" receptacle 
with set screw for vise, printed circuit 
board holder or special fixture. Steel 
body, cadmium plated. Weight: 
3 Ibs., Base Diam.: 334", Overall 
Height: 4%". 


APPLICATION: 


For light production assembly or 
electronic applications. 


CATALOG NO. 371 
UPC NUMBER 16374 
MINIATURE ADJUSTABLE 
PRINTED CIRCUIT HOLDER 
Mounts directly on Midget No. 345 as 
illustrated. This compact assembly 
is designed for low cost printed cir- 
cuit production. Brackets adjust 
horizontally 3” to 6”. Vertical posts 
are V-grooved (Ye " wide, 3/16 deep) 
for speedy insertion and removal of 
workpiece, without adjusting posts. 


“MECHANICAL” COMBINATIONS 


For rapid mass production lines, the “Mechanical” positioner combination offers heavy-duty Machinists’ 
Vises with 2%" or 3” jaw widths. Work load to 70 Ibs. 


SPECIFICATIONS 


Combination 
Catalog UPC 
Number Number 


3015 16559 
3013 16596 


Description 
Machinists’ Vise No. 250N 22" 
Machinists’ Vise No. 300N 3” 


Jaw 
Width 


CATALOG NO. JUNIOR 343 
UPC NUMBER 16180 
Medium duty positioner for use with 
work up to 30 Ibs. Fast on-off action 
with horizontal-moving lock handle. 
Body is cast aluminum with 
cadmium-plated steel parts. Moun- 
ting holes are %4-20 std. threads on 
2%" centers. T-bracket allows inter- 
changing attachments with larger 
units. Weight: 4 Ibs., Base Diam.: 

4%", Overall Height: 5% ”. 


APPLICATION: 


Ideal for electronics or aircraft work 
— recommended for use with any 
special fixture. 


CATALOG NO. 356 
UPC NUMBER 16642 
STEEL BENCH CLAMP 


Allsteel bench clamp attaches quick 
and securely to bench tops up to 2” 
thick. Drilled and tapped for versa- 
tile mounting. Weight: 2 Lbs. For 
use with Models Nos. 343, 344 and 
345. 


Maximum Depth of 
Opening Throat 


4" 1%" 
4%" 25" 


Shipping 
Wt. Lbs 


CATALOG NO. MECAHNICAL 301 
UPC NUMBER 16240 


Extra-strong, heavy-duty positioner 
with exceptionally fast on-off action. 
Body is machined semi-steel. All 
steel parts cadmium plated for cor- 
rosion resistance. Mounting holes 
are 5/16-18 on center. Weight: 13 Ibs., 
Base Diam.: 6-13/16 ", Overall Height: 
8Y2". 


APPLICATION: 

Designed for high production 
assembly line applications — and 
work-pieces up to 70 Ibs. 


CATALOG NO. HYDRAULIC 303 
UPC NUMBER 16300 
Same size and strength as Model 
301 with hydraulic locking action to 
increase work capacity to 150 Ibs. 
Hydraulic system is hand-operated, 
self-contained and sealed with 
replaceable cups. Mounting holes 
are 5/16-18 on center. Weight: 15 Ibs. 
Base Diam.: 57% ", Overall Height: 7” 


APPLICATION: 


Rated for heavy-duty assembly, 
welding, maintenance and tool room 
work. 


Industrial 
Hand Pads 


INDUSTRIAL 
HAND PADS 


Scouring Hand Pad- GR 


Green (Aluminum Oxide) hand pad is a commercial grade, 
economy pad well-suited for light duty cleaning and finish- 
ing. Great for general use in shop or plant. 


APPLICATIONS: | @ Light cleaning 
@ Light surface preparation 
® Scouring 
m@ Use with detergents to remove oil, 
grease and dirt from hands 
® Cleans metal or porcelain shop sinks 


SIZE: 6” x 9” 


ITEM NUMBER: 65487, 60 pads bulk per case 
ITEM NUMBER: 65488, 6 boxes of 10 per case 


All-Purpose Hand Pad- AVF 


High quality Maroon (Aluminum Oxide) industrial grade 
hand pad provides superior cleaning action and produces 
better finishes than competitive products. Use in place of 
steel wool, wire brushes and coated abrasive sheets. 


APPLICATIONS:  @ Rust and corrosion removal 
@ Fine burr removal 
® Blending 
@ General cleaning and finishing 
@ Wood finishing 


SIZE: 6” x 9” 


ITEM NUMBER: 65489, 60 pads bulk per case 
ITEM NUMBER: 65490, 6 boxes of 10 per case 


Long Life Hand Pads 


Heavy duty Tan (Aluminum Oxide) hand pads have ‘long 
life’. High strength resins provide additional support and 
increased resistance to tearing. Greater grain concentration 
gives capability to remove surface imperfections and achieve 
desired finish. Pads outperform steel wool and abrasive 


paper. 


APPLICATIONS: @ Weld cleaning 
@ Discoloration removal 
® Surface burr conditioning 
® Grind line conditioning 
™@ Blends surface imperfections 
® Paint removal 
SIZE: 6” x 9” 
ITEM NUMBER: 65491, 4 boxes of 10 per case 


Ultra-Fine Hand Pad- SUF 


Gray (Silicon Carbide) hand pad is especially suited for light 
cleaning and finishing of all metals, plastic, wood and 
fiberglass surfaces. Works better than steel wool because 
it will not rust, splinter or contaminate the surface. 


APPLICATIONS: & Remove fine burrs from threaded parts 
® Rub down primer and sealer coats 
in woodworking 
® Polish dies 
® Cleans glass molds 
SIZE: 6” x 9” 
ITEM NUMBER: 65492, 60 pads bulk per case 
ITEM NUMBER: 65493, 6 boxes of 10 per case 


Heavy Duty Scouring Hand Pad- GH 


Green (Aluminum Oxide) is 15%-20% thicker than the GR 
Scouring Pad. Ideal for scuffing acrylics, blending paint and 
for use throughout industrial and woodworking plants, ga- 
rages and machine shops. 


APPLICATIONS: ® Remove rust from hand tools 

® Clean and prepare metal surface for 
painting 

®& Scuff acrylics and painted surfaces 
l™ Remove corrosion 

SIZE: 6” x9” 

ITEM NUMBER: 65494, 60 pads bulk per case 

ITEM NUMBER: 65495, 6 boxes of 10 per case 


INDUSTRIAL HAND PADS 


Heavy Duty Pad 


Heavy duty Gray (Aluminum Oxide) hand pad is for fast 
material removal and heavy duty cleaning. High quality, 
coarse grade grain outlasts all other competitively priced 
hand pads. 


APPLICATIONS: Produce decorative scratch finish on 
housewares and appliance trim 
Paint removal 
Deburring 
Weld cleaning 
Blends surface imperfections 


SIZE: 6” x 9” 
ITEM NUMBER: 65496, 4 boxes of 10 per case 
ITEM NUMBER: 65497, 40 pads bulk per case 


Scrubber Sponge 


Scrubber sponge is a synthetic sponge laminated to a non- 
woven hand pad. This product is a cleaning pad and a 
sponge in one and can be used used to apply water and 
detergent to the work surface. 


APPLICATIONS: @ Clean and scour 
™ Remove dirt and grime from hands and 
other objects 
® Mild cleaning of wood, metal and plastics 


SIZE: 3°/s” x 6"/4” 
ITEM NUMBER: 64766, 5 boxes of 8 per case 


Hand Pad Holder 

Hand Pad block has a unique molded hook pattern for 
positive holding. Features an easy grip handle. Accepts all 
6” x 9” hand pads cut into thirds. 

SIZE: Use with 3” x 6” replaceable hand pads 


ITEM NUMBER: 64767, 10 per case 
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ANDERSON VARIED PITCH 
and CARBIDE TIPPED 
HOLE SAWS 


Anderson® Hole Saws are rugged cutting tools with unique design features to ensure 
accurate and clean cutting. Durable construction extends hole saw working life. 


™ Design includes a high speed steel cutting ® 4/6varied pitch tooth construction ensures quick cutting, 
edge that is electron beam welded to a tough alloy improved chip clearance, less vibration and 
back. friction. 


® Exclusive Uni-Weld™ eliminates spot welding or ® Slanted knock-out slots allow for easy core removal. 
brazing resulting in a stronger, truer running saw. 


Anderson® Hole Saws cut cleanly and efficiently on virtually any machineable material including steel, cast iron, 
stainless steel, brass, copper, aluminum, plastic and wood. Use on portable drills, drill presses, lathes, milling 
machines and boring mills. 


Anderson® Varied Pitch Bi-Metal Hole Saws come in Standard Cutting Depth and Deep-Cut models. A complete line 
of Carbide Tipped Hole Saws are also available. 


Varied-Tooth Bi-Metal High Speed Hole Saws 


Standard Depth 

® Available in 53 diameters from °/16" to 6" 

™ Cutting depth ranges from 1'/s" to 1'/4" 

™ 4/6 varied-pitch tooth construction 

™ Use on plastic, steel and cast iron pipe; aluminum, 
copper, brass, stainless steel, wood or plastic 


NOSUsONV(y: 


Standard Depth Hole Saws 


Deep Cut Hole Saws 

® Available in 11 diameters 1" to 41/4" 

® Cuts holes up to 1’/s" in depth 

® 4/6 varied-pitch tooth construction 

® Use to cut metal, plastic pipe, wood and wall board 


NosuaONY(y) 


Deep Cut Hole Saws 
Carbide Tipped Hole Saws 
Available in 52 diameters from 9/16" to 6" 
Cuts holes from 1'/s" to 11/4" in depth 
4 teeth per inch 
Heat resistant carbide allows hole saws to last up to 
5 times longer than traditional saws 
Use to cut abrasive materials such as Fiberglas, 
flake-board and Formica; cast iron and transite 


NosuaaNv(y) 


Carbide Tipped Hole Saws 


See Safety Information on page 72. 


High Speed Bi-Metal, Deep Cut, Carbide Tipped Hole Saws 


High Carbide Deep High Speed Saw Saw For Use Use For Use For 
: Speed Tipped Cut Display Pack Diameter Diameter With Arbor Pipe Tap Pipe Entrance 
Item Number — Item Number Item Number Number (inch) (mm) Number Pipe Size Pipe Size 

38018 40345 41018 6 14 39313 3/g "Iq 
38026 40139 41026 5/g 16 
38034 40147 41034 6 17 or 
38042 40154 41042 3/4 19 Wp 3/g 
38045 25/30 20 
38059 40162 41059 "3/16 21 39321 
38067 40170 41067 7/8 22 3/4 ‘2 
38075 40188 41075 5/16 24 or 
38083 40006 44107+ 41083 1 25 
38091 40196 41091 he 27 39339 
38109 40204 44109+ 41109 1'/s 29 1 3/4 
38117 40212 41117 1/16 30 or 
38539* 41539 1"/4 32 
38547* 41547 15/8 35 39492 1 
38554* 41554 1/2 38 1"/4 
38125* 40352 41125 1"/4 32 
38133 40220 41133 1/16 33 
38141* 40014 44112++ 41141 17/s 35 39347 1 
38158 40238 41158 17/16 37 
38166* 40246 44113++ 41166 1/2 38 or 1"/4 
38174 40253 41174 116 40 
38182 40360 41182 15/s 4 50154 
38190 40261 41190 "6 43 
38208 40022 44122++ 41208 13/4 44 or 1"/2 1/4 
38216 40451** 41216 1'3/t6 46 
38224 40378 41224 17/8 48 50162 
38232 40030 44125++ 41232 2 51 1"/2 
38240 40469** 41240 2'/h6 52 

2 38257 40279 41257 2'/g 54 

: 38265 40337 44128++ 41265 2"/4 57 2 

38273 40287 41273 25/16 59 
38281 40386 41281 23/e 60 
38299 40048 441314++ 41299 2'/2 64 50154 2 
38307 40295 22/16 65 
38315 40394 25/e 67 or 2"/2 
38323 40089 23/4 70 
38331 40477 2’/e 73 50162 
38349 40097 8 76 21/2 
38356 40402 3'/e 79 
38364 40303 31/4 83 3 
38372 40410 44139++ 3%/s 86 
38380 40105 31/2 89 
38398 40428 3°/e 92 3 
38406 40436 39/4 95 50154 3'/2 
38414 40311 3’/s 98 
38422 40113 4 102 or 
38430 40485** 4'/s 105 3'/2 
38448 40444 44146++ 4"/4 108 50162 4 
38455 40493** 4°/s 111 
38463 40329 A'/o 114 4 
38471 40501** 43/4 121 4'/2 
38489 40121 5 127 
38497 40519** 51/4 133 5 
38505 40527** 51/2 140 
38513 40535** 53/4 146 5 
38521 40543** 6 152 


* Items 38539, 38547, 38554, 41539, 41547, 41554 offer a '/2" - 20 hole. Items 38125, 38141, 38166, 41125, 41141, 41166 offer a °/s" - 18 hole. 

** Items not normally in stock 
2 + Use Arbor 44158 ++ Use Arbor 44160 

All pipe sizes listed in the "Pipe Tap Size" and "Pipe Entrance Size" columns are standard industry sized. All pipes are sized by the nominal inside 

diameter. 

Pipe Tap Size - The sizes listed in this column provide the necessary information to be used when a pipe is threaded into tanks, boilers, etc. To 

secure the best results, the hole should be reamed before tapping with a reamer having a taper of 2/4" per foot. 

Pipe Entrance Size - The sizes listed in this column provide the necessary information for any given pipe size to have sufficient clearance to pass 

through beams, walls, bulkheads, etc. 


See Safety Information on page 72. 


HOLE SAW KITS 


Anderson Hole Saw Kits are packed in high-impact polyethylene cases that have been especially manufactured to hold and J 
protect contents. The ten kits contain an assortment of popular saw sizes most often required by a particular trade. & 


JOURNEYMAN'S HOLE SAW KIT NO. 39660 

This kit has nine popular bi-metal hole saws, covering pipe tap sizes 
1/2" to 2" and pipe entrance sizes */s" to 2" diameter. 

Kit includes: One each: °/4", “/e", 1'/e", 19/8", 11/2", 19/4", 2", 21/4", 
2'/2" hole saws; one '/s" round arbor, one 7/16" hex pin drive arbor, one 
1/4" arbor adapter and one ‘/4" pilot drill. 


MAINTENANCE HOLE SAW KIT NO. 39650 

This kit contains five popular bi-metal hole saws, for general installa- 
tion and maintenance applications. 

Kit includes: One each: 7/s", 1", 1'/s", 11/4", 1'/2" hole saw; one ‘/s" 
round arbor, and one '/4" arbor adapter. 


PLUMBER'S HOLE SAW KIT NO. 39640 

Designed with the requirements of the plumber in mind, this kit contains 
the six bi-metal hole saws most commonly used in installation of piping 
and tubing. 

Kit includes: One each: 9/4", 7/s", 1'/e", 11/2", 19/4", 2'/a" hole saw; one 
‘/4" round arbor, one 7/16" hex pin drive arbor, and one ‘/s" pilot drill. 


DELUXE PLUMBER'S HOLE SAW KIT NO. 39690 

Same as Plumber's Kit No. 39640, except this kit includes a 12" arbor 
extension to extend the hole saw reach when cutting through double- 
walled construction. Also includes an additional heavy - duty 7/16" x 
'/o" - 20 thread size hex arbor. 

Kit includes: One each: 9/4", ’/s",1'/s", 11/2", 19/s", 2'/4" hole saw; one 
1/2" extension, one ‘/s" round arbor, one 7/16" hex arbor, one ’/16" hex 
pin drive arbor. 


ELECTRICIAN'S HOLE SAW KIT NO. 39630 

Contains the six diameter bi-metal high-speed steel hole saws used 
most by electrician for installation work. 

Kit includes: One each: 7/e", '/e", 19/8", 19/4", 2", 2'/2", hole saw, one 
7/16" hex arbor, one 7/16" hex pin drive arbor, and one ‘/s" pilot drill. 


DELUXE ELECTRICIAN'S HOLE SAW KIT NO. 39680 

Same as Electrician's Kit No. 39630, except this kit includes a 12" arbor 
extension to extend the hole saw reach when cutting through double 
walled construction. Also includes an additional '/4" x '/2"-20 thread round 
arbor 

Kit includes: One each: 7/s", 1'/s", 1°/s",1°/4", 2", 2'/2" hole saw; one 
7/16" hex arbor, one '/4" round arbor, one 7/16" hex pin drive arbor, and 
one 12" extension. 


MECHANIC’S HOLE SAW NO. 38611 

Designed specifically for the automotive mechanic, for installing locks, 
antennas, hoses, etc. Contains five bi-metal hole saws. 

Kit includes: One each: °/.", ’/s",1", 1'/s",1'/s" hole saw and one 1/4" hex 
arbor. 


PROFESSIONAL HOLE SAW KIT NO. 39700 

Contains twelve popular size bi-metal hole saws. Ideal for the me- 
chanic, plumber, electrician, and plant maintenance crews. 

Kit includes: One each: °/s", °/", 7/8", 1", 1"/s", 11/4", 19/8", 11/2", 19/4", 2", 
2'/2", 3" hole saw; one 7/16" hex pin drive arbor, one ’/16" hex arbor and 
three pilot drills. 


DEEP CUT HOLE SAW KIT NO. 39790 

Designed for the professional tradesman who requires and additional 
‘/2" cutting depth. 

Kit includes: One each: 1", 1'/e", 11/4", 19/8", 11/2", 19/4", 2", 2'/a", 
21/2", 33/e", 4'/s" deep cutting saws; one 7/16" hex arbor, one ’/16" hex 
pin drive arbor, one 12" extension. 


CARBIDE TIPPED HOLE SAW KIT NO. 39710 

Assembled with thirteen carbide tipped hole saws, well-suited for 
professional tradesmen who cut through abrasive material, such as 
plasterboard, flake board and Fiberglas. 

Kit includes: One each: °/4", 7/s", 11/8", 19/8", 11/2", 19/4", 2", 21/4", 21/2" 
carbide tipped saw; one '/s" round arbor, one 7/16" hex pin drive arbor, 
one ‘/s" arbor adapter, and one ‘/4" pilot drill. 
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HOLE SAW ARBORS AND ACCESSORIES 


ANDERSON provides a full range of interchangeable arbors, high- 
speed steel pilot drills, arbor extensions and drive plates. For saws 
1'/s" and larger, arbors with retractable pins provide positive drive and 
permit interchanging of saws without removing the arbor from the 
chuck. 


ARBORS 


a 


MSSP M45PL M45 
M45P 


M44 M34 M34H M24R 
M44L 


MS55P (50162) Quick change style with retractable drive pins eliminates 
the need to remove arbor from chuck during change over. Heavy duty 
5/s" Hex Shank, °/s"- 18 thread size, fits °/s" chuck. Supplied with '/s" drill 
39479. Use with saw 11/4" to 6" diameter. Blister Pack No. 50180. 


M4S5PL (44160) ’/16" Hex Shank, °/s" - 18 thread size quick change style 
for use with deep cut saws 1°%/s" to 4'/s" diameter. Fits ‘/2” chuck. 
Supplied with '/4" drill number 44162. 


M45P (50154) Also quick change style. ’/16" Hex Shank fits '/2" chuck. 
%s"-18 thread size. Supplied with '/2" pilot drill number 39479. Use with 
saws 1'/," to 6" diameter. Blister Pack Number 50170. 


M45 (39347) 7/16" Hex Shank, °/s" - 18 thread size, fits '/2" chuck. 
Supplied with '/s" drill number 39479. Use with saws 11/s" to 2°/e" di- 
ameter. Blister Pack Number 40630. 


MA44L (44158) ’/16" Hex Shank, '/2" - 20 thread size, fits '/2" chuck. 
Supplied with '/4" drill number 44162. Use with deep cut saws 1" and 
1'/s" diameter. 


M44 (39339) 7/16" Hex Shank, '/2" - 20 thread size, fits ‘/2" chuck. 
Supplied with '/s" drill number 39479. Use with saws °/16" to 11/2" di- 
ameter. Blister Pack Number 40620. 


M34 (39321) °/s" Hex Shank '/2" - 20 thread size, fits °/e" chuck Supplied 
with '/s" drill number 39461. Use with saws °/16" to 1'/2" diameter. Blister 
Pack Number 40610. 


M24H (39492) 1/4" Hex Shank, '/2" - 20 thread size, fits '/s" chuck. 
Supplied with '/4" drill number 39461. Use with saws °/16" to 11/2" di- 
ameter. Blister Pack Number 40640 


M24R (39313) '/4" Round Shank, '/2" - 20 thread size, fits '/4" chuck. 
Supplied with '/s" drill number 39479. Use with saws °/16" to 11/2" di- 
ameter. Blister Pack Number 40600. 


PILOT DRILLS 


PD 1 (39461) 


PD2 (39479) 


PD4 (44162) 


PD1 (39461) 3" overall length - use with arbors 39492 and 39321. Blister 
Pack Number 40780. 


PD2 (39479) 3-''/16 overall length - use with arbors 39313, 39339, 
39347, 50154 and 50162. Blister Pack Number 40790 


PD4 (44162) 4" overall length - use with arbors 44158 and 44160. 


ACCESSORIES 
Arbor extension used to extend the hole saw reach. 


ME12 (39388) 


ME36 (39000) 


ME12 (39388)12" Extension-for use with arbors 39339, 39349, 50154, 
44160 and 44158. 


Arbor Adapter (78966) 


ME36 (39000) 36" Extension - for use with arbors 39339, 39349, 50154, 
44160 and 44158. 


Arbor Adapter (78966) - converts '/2"-20 threaded arbors, items 39313, 
39492, 39321 and 393339, to °/s"-18 thread size to accommodate larger 
diameter saws. Not recommended for use with saws above 11/2" diam- 
eter. 


DRIVE PLATES are used between the hole saw and the arbor to 
distribute driving torque when cutting with larger saws. 


DP1 (39560) 
DP2 (39570) 


DP1 (39560) - for use with saws 3" through 4'/s" diameter. 


DP2 (39570) - for use with saws 4'/s" through 6" diameter. 


MORSE TAPER ADAPTERS convert hex shank arbors to Morse Taper 
shank. 


MT24 (39396) 


MT34 (39404) 


MT35 (39412) 


MT24 (39396) Morse Taper No. 2 fits arbors 39339, 39349, 50154, 44160 
and 44158. 


MT34 (39404) Morse Taper No. 3 fits arbors 39339, 39349, 50154, 44160 
and 44158. 


MT35 (39412) Morse Tape No. 3 fits arbor 50162 


See Safety Information on page 72. 
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TIPS FOR SAFE HOLE SAW USE 


Speed 

Each hole saw comes complete with a table of recommended speeds for each saw size 
cutting specific materials. Follow these speed guidelines to achieve more efficient 
cutting action and extended saw life. 


Feed Pressure 

Level, even pressure produces the most efficient sawing action. It is difficult to 
recommend accurate feed pressure because of variables in materials, work configu- 
rations and other conditions. Excessive pressure will contribute to premature wear, 
dulling of the teeth and possible tooth breakage. When cutting thick material, the saw 


should be removed from the cut periodically to allow for chip clearance. 


Lubricant 

Hole saws cut most materials faster and more efficiently with the use of a lubricant. 
Better results can be obtained on ferrous metals by using any of the commercially 
available cutting oils. Feeding liberal amounts into the cut is the most effective way to 
obtain satisfactory results. Cast iron is cut dry; paraffin or beeswax is frequently used 
when cutting aluminum. 


Always Wear Eye Protection 
It is essential that the operator and others in the working area wear protective eye 
equipment when using power tools. 


Packaging 
Products 
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TAPE 


Polypropylene Sealing Tape 

Particularly economical, polypropylene tape is biaxially oriented 
and has the resilience to absorb shock and hold on. It also has 
excellent resistance to temperature extremes and is impervious 
to the action of water and many chemicals. A general purpose 
tape. 


Vinyl Sealing Tape (PolyVinyl Chloride) 

Wilton vinyl tape is a more rigid sealing tape that provides smooth, 
quick-stick action. The PVC film gives less elongation and 
requires little effort for a sure seal. Vinyl tape is printable with 
custom or stock messages. A heavy duty carton sealer. 


Filament Tape 

Designed for reinforcing heavy cartons, sealing full overlap 
cartons or lightweight unitizing for savings in UPS shipments, 
filament tape is vinyl film interlaced with glass filaments for rigidity 
and maximum tensile strength. Give it your toughest jobs. 


Label Protection Tape 


Crystal clear label protection tape is inexpensive security for your 
shipments. Placed over your shipping label it forms a transparent 
protective shield that won't scuff or peel off in handling. It’s the 
same tough film used in our carton sealing tapes. 


Cat. No. Width Length Rolls/Case Color 
Polypropylene Tape (recommended for general carton closure) 
195022 2 55 yds. 36 Tan 
195020 2" 55 yds. 36 Clear 
UTILITY GRADE Polypropylene Tape 

197150 2" 55 yds. 36 Clear 
197152 2 55 yds. 36 Tan 
197100 ae 1000 yds. 4 Clear 
197102 ar 1000 yds. 4 Tan 
Vinyl Tape (recommended for heavy duty carton closure) 

195012 2" 55 yds. 36 Tan 
195010 2" 55 yds. 36 Clear 
Filament Tape (recommended for bundling and carton reinforcement) 
195032 Ya" 60 yds. 72 Clear 
195033 %" 60 yds. 48 Clear 
195032 aw 60 yds. 36 Clear 


| PRESSURE SENSITIVE 


Systems Pak 

Now, for less than a packing list envelope alone, Systems Pak 
tape carries your packing list and makes it serve as a shipping 
label, too. 


Simple to use. Fold the packing list and place address side down 
on the non-adhesive tape center, tear the unit off and smooth it 
on to the carton. It won't peel or scuff off in transit. 


Systems Pak 
Catalog Unit Units Rolls/ Shipping 
Number Size per roll Carton Wt. 
197120 5x6 1000 3 4 
Systems Pak Dispenser 
Catalog Shipping 
Number Wt. 
a ee 
195008 6 
Label Protection Tape 
Catalog Rolls/ 
Number Width Length Case Color 
195035 4’ 72 yds. 18 Clear 


Stock imprints (viny] only) 

Stock imprint tapes secure your shipments inexpensively and 
provide recipients important information about you or your mer- 
chandise. Put important handling instructions on every carton 
for just pennies. 


Imprint 
Cat. No. Tape Color Color Imprint 
195045 Tan Green DO NOT GIVE CLEAR SIGNATURE 
IF TAPE SEAL IS DISTURBED 
195040 White Red PACKING LIST ENCLOSED 
195041 White Red ATTN: RECEIVING CLERK-MIXED 
MERCHANDISE 
195042 White Red FRAGILE 


e TAPE DISPENSERS 


Deluxe Portable Hand Dispenser Utility Dispenser 


Catalog Number 195004 Catalog Number 195009 

The cast steel frame rolls tape smoothly, reloads fast. A low-cost metal and plastic frame dispenser with 
3 Replaceable core and blade. built-in knife and buffing wheel. 

For widths up to 2” For widths up to 2” 

Length up to 110 yds. Length up to 110 yds. 

Weight 1 Ib. Weight 1 Ib. 

Use with PVC Tapes Use with Polypropylene Tapes 


Portable hand dispenser 
Catalog Number 195006 

Easy to use metal dispenser. For 
use with filament tapes. Reloads 
easily, quickly. For widths up to 1”. 
Length up to 60 yds, Weight '/2 Ib. 


Label protection 

tape dispenser 

Catalog Number 195007 

Made expressly for label protes- 

tion tapes, this sturdy, metal pull- 
») and-tear type dispenser may be 

used free standing or mounted to 

bench or wall for convenient appli- 

cation. Weight 5 Ibs. 


POLY PROPYLENE STRAP 
and STRAP HAND TOOLS @ 


Polypropylene Strap Saves and Secures 


Using polypropylene strapping, you save money three ways. 
First, use it to unitize cartons, meeting size and weight require- 
ments for UPS. Savings over single carton shipments will be 


dramatic. 


Second, use it to reinforce heavy cartoned products to save on 
losses. A reinforced carton is more secure even if the contents 
shift. Your shipments arrive intact at your customer’s location. 


Third, polypropylene strap 
saves because it is an eco- 
nomical alternative to steel, 
nylon or polyester strap in 
palletizing applications. It 
has enough elasticity to take 
shippping shocks without 
snapping and even if the 
load settles, the strap stays 


HOW TO 
MEASURE 
COILS 


Ie 


tight. Offered in 300 and 600 pound tensile strengths, Wilton 


strap has the strength for all your general purpose needs. 


Catalog 


Number __ Description Tensile Recommended Usage 


195070 
195071 


‘/2” x 9,000' Black 300# Light duty unitizing/palletizing 


Strapping Dispenser 


‘/2” x 7,200' Black 600# 


Catalog No. 195063 
Compact heavy duty cart 
with dispenser and 
equipment carrier takes 
your strapping system to 
the job. Steel construc- 
tion make it durable, and 
the automatic braking 
system prevents strap- 
ping spills. Large reel 
holds up to 10,000 ft. of 
polypropylene strapping. 
Coils are easily mounted 
and reload quickly. 
Dimensions: 3”H x 16”D 
x 26”"W 

Shipping Weight: 45 lbs. 


Heavy duty unitizing/palletizing 


Wil-Pak 


Catalog No. 195099 
Made for the occasional 
strap user, the Wil-Pak 
strapping kit gives you 
everything you need for 
carton reinforcing, unitiz- 
ing, or bundling. Each 
pack contains 3000 ft. of 
'/2” 300 Ib. tensile pol- 
ypropylene strapping, 
200 '/2” metal buckles. 
Lightweight, the Wil-Pak 
goes where the job is, or 
equips each packaging 
station with a low cost, 
self-contained system. 
Use with the pull ten- 
sioner or other tool meet- 
ing your volume require- 
ments. 


Strap Hand Tools 


Pull Tensioner 
Catalog No. 195059 


Hardened plastic tool gives manual tensioning, has built-in 
blade to cut strapping. For low volume carton reinforcing or 


unitizing with buckle closure only. Weight: '/4 Ib. 


Hand Sealer 

Catalog No. 195061 

For use with the hand tensioner, the lightweight, compact 
sealer crimps open metal clips to seal the strapping 
positively. Shorter handle gets the tool in tight places. 


Hand Tensioner 


Catalog No. 195060 

A lightweight windlass type tensioner for palletizing or 
unitizing may be used with open metal clips or metal 
buckles. Ideal for moderate packaging volume, or/as an 
auxiliary side banding tool because of its lightness. Easy 
to operate. Weight: 3 Ibs. 


Combination Tool 


Catalog No. 195062 
Aheavy duty tool that tensions and seals strap in one step. 


Weight: 3 Ibs. 


Requiring little force for tensioning. this tool is fast enough 
for higher volume palletizing or unitizing operations. It 
automatically crimps the metal serrated seal for maximum 
efficiency, labor savings. Weight: 6 Ibs. 


Closures 


Cat. No. Strap Size Qty./Box Ship/Wt. Lbs. Tool to be used with 
A. METAL OPEN SEALS (seal is placed overlapping strap ends before tensioning) 


<\ : 
A. B: 


195053 Ye" 1000 11 Hand tensioner and Sealer 

B. METAL SERRATED SEAL (used like open seals but provide greater holding power) 
195052 Yo" 1000 13 Combination Tool only 

C. METAL BUCKLES (provide secure lock on cartons or pallets) 

195050 Ya" 1000 15 Pull tensioner or Hand tensioner 
D. POLYBUCKLES (ideal for lighter duty strapping) 

195051 Ya" 1000 6 Pull tensioner only 
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Printed Tape Saves when you use it... 


Wilton is the largest custom printer of pressure- 
sensitive tape products. Using our high quality PVC 
vinyl tape we can produce aone-strip sealing system 
that secures and identifies your shipments. 
Printed tape is an inexpensive way to: 

= Enhance your company’s exposure 

= Give recipients special handling information 

= Minimize lost cartons with UPS and Common 


Carriers even if a label is lost 
Standard tape colors: Clear, white, tan 


Special tape colors: Red, yellow, light blue, 
dark blue, green 


Standard ink colors: Red, black, blue, green, 
yellow 


CUSTOM PRINTED TAPE 


SAVE WHEN YOU BUY IT! 


Printed tape costs only pennies to use. A one-time 
plate charge is billed to you at cost. 


= Buy as little as one case (36 rolls) 
= All printed tape is shipped freight prepaid. 


ORDERING NOTE: 


Maximum message length is 9'/4”. A brief message 
or a logo may, be repeated within that overall 


dimension. 


It's Easy to Order Printed Tape 


1. Specify Tape Color 
2. Specify Ink Color(s) 


3. Specify Standard type face or custom artwork” 
4. Provide a layout 


Note: The grid has been reduced due to space limitations of this page — use 2” x 9%" grid for your layout. 


91/4” length maximum message 


Py 


OO £1 


ay ho. | 


= 7s 
Shalt peters | | | | | I 


— 


I | [wT 


OMT USA 


| 


' | | 
as) SSE =PBAC TH 


*For custom artwork, either provide camera-ready art or layout from which we will create your Art, - see example above. 


PRO-CHUTELESS 660 


SPECIFICATIONS 
Model # Description 
195080 Pro-Chuteless 660 


Strapping Machine 


195081 V4" x 17,000 Coil of 
Strap Clear 

195082 ¥e" x 10,000 Coil of 
Strap White 

195083 Y2" x 9,000 Coil of 
Strap White 


TECHNICAL DATA 
SEALING 


35.6” POINT 
| 7.6" 


29.5” 


Pro-Chuteless 660 


The versatile 660 is the simplest, 
most reliable strapper of its kind. 
Using either '/4”, 9/8”, or '/2”. Pro- 
Pac polypropylene strapping. It 
is an economical way to rein- 
force, unitize or close cartons. 
Because the strap is manually 
placed around the package, the 
Chuteless 660 can handle a wide 
variety of sizes and shapes. 


Standard Features: 
No lubrication 
Minimum maintenance 
Easy coil loading 
Uses 1/4”, 3/8”, or 1/2” 
“Pro-Pac” Strap 
Efficient heat sealing 
All electric 
(Integrated Circuitry) 
Simple operation 
Standard equipment- 
casters 
package guides 
tool kit 
Tension dial 
Heater dial 
Front operation controls 


SPECIFICATIONS 


Machine Weight (Shipping) 178 lbs. 
Machine Weight (Net) 154 Ibs. 
Package Limits Minimum 2.36" W x 1.18" H 
Package Limits Maximum No limit 


Maximum Package Weight Approx: 220 Ibs. 


Seal Method Heat - up to 90% 

Joint strength 
Electrical Supply 110 VAC 50.60 Hz. (.65 KVa) 
Tension Strength 11 - 66 Ibs. 
Strap Widths "a", 3/s" or '/2" 


Cycles/Min. Dependent on operator speed 


SAFETY INFORMATION 
C-CLAMPS 


MISUSE OF C-CLAMPS CAN CAUSE SERIOUS INJURY TO EYES, HANDS 
AND OTHER BODY PARTS. 


TO ENSURE SAFETY, C-CLAMPS MUST BE SELECTED, INSPECTED 
AND USED PROPERLY. 


READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED 
BELOW. 


BEFORE USING C-CLAMPS: 


* 


* 


SELECT ENOUGH C-CLAMPS OF PROPER SIZE AND CAPACITY TO 
HANDLE JOB BEING DONE. 


ALWAYS INSPECT C-CLAMPS BEFORE USING. NEVER USE A 
C-CLAMP WITH: 


* BENT, TWISTED, OR CRACKED FRAME 
* BADLY WORN THREADS ON SPINDLE 


BENT OR CRACKED SPINDLE 
SWIVEL PADS BADLY WORN OR MISSING FROM SPINDLE 


WHEN USING C-CLAMPS: 


* 


NEVER USE HAMMER OR PIPE EXTENSION TO TIGHTEN A C-CLAMP; 
ONLY HAND-TIGHTEN TO PREVENT SLIPPAGE. 


NEVER USE C-CLAMP AS A PERMANENT HOLDING DEVICE; ALWAYS 
USE C-CLAMP ONLY AS A TEMPORARY HOLDING TOOL. 


NEVER USE C-CLAMP TO SECURE LOADS ON MOVING VEHICLES; 
VIBRATIONS CAN CAUSE C-CLAMP TO LOOSEN. 


NEVER USE C-CLAMP WITH CHAIN, STRAP, CABLE OR HOOK TO LIFT 
OR MOVE A LOAD OR WORK OBJECT. 


NEVER USE C-CLAMP TO SUPPORT ANY SCAFFOLDING. 


NEVER WELD ANY PARTS OF C-CLAMP TO OTHER METAL OBJECTS 
BEFORE CONSULTING WILTON CORPORATION. 


SAFETY INFORMATION 
VISES 


MISUSE OF VISES CAN CAUSE SERIOUS INJURY TO EYES, HANDS 
AND OTHER BODY PARTS. 


TO ENSURE SAFETY, VISE MUST BE SET UP AND USED PROPERLY. 


BEFORE SET UP AND USE, READ, UNDERSTAND AND FOLLOW ALL 
INSTRUCTIONS AS OUTLINED BELOW. 


WHEN SETTING-UP VISE: 


TO HOLD DOWN BASE OF VISE, USE PROPER SIZE NUTS, BOLTS AND 
LOCKWASHERS IN ALL MOUNTING HOLES. 


NEVER WELD BASE OF VISE TO ANY METAL OBJECT. 


FOR SWIVEL BASE VISE, ONLY HAND-TIGHTEN HANDLES ON 
LOCKNUTS AT SIDES OF VISE. 


NEVER USE EXTENSION PIPE TO TIGHTEN HANDLES ON LOCKNUTS- 
THIS CAN CAUSE HANDLES TO BEND. 


WHEN USING VISE: 


* ALWAYS USE VISE OF PROPER SIZE AND CAPACITY TO HOLD WORK 
OBJECT. 


NEVER USE HAMMER, EXTENSION PIPE, OR CHEATER BAR ON SPINDLE 
HANDLE OF VISE. 


NEVER UNSCREW MOVABLE JAW BEYOND MAXIMUM SPECIFIED OPEN- 
ING OF VISE. 


NEVER USE VISE TO PRESS AN OBJECT INTO OR OUT OF ANOTHER 
OBJECT. 


ALWAYS WEAR EYE AND FACE PROTECTION WHEN STRIKING OR 
USING POWER TOOLS WITH A VISE. 


SAFETY INFORMATION 
MACHINERY 


i 
e 
: a 


MISUSE OF THIS MACHINE CAN CAUSE SERIOUS INJURY. 

FOR SAFE OPERATION MACHINE MUST BE SET UP, USED AND 
SERVICED PROPERLY. 

READ, UNDERSTAND AND FOLLOW INSTRUCTIONS IN OPERATORS 
AND PARTS MANUAL SHIPPED WITH MACHINE. 


WHEN SETTING-UP MACHINE: 


* ALWAYS AVOID USING MACHINE IN WET, DAMP OR POORLY LIGHTED 
WORK AREAS. 

* ALWAYS BE SURE MACHINE IS ANCHORED SECURELY TO FLOOR. 

* ALWAYS KEEP MACHINE GUARDS IN PLACE. 

* ALWAYS PUT START SWITCH IN OFF POSITION BEFORE PLUGGING IN 
MACHINE. 


WHEN USING MACHINE: 


NEVER OPERATE WITH MACHINE GUARDS MISSING. 

ALWAYS WEAR SAFETY GLASSES WITH SIDE SHIELDS 

(SEE ANSI Z87.1). 

NEVER WEAR LOOSE CLOTHING OR JEWELRY. 

NEVER OVER-REACH YOU MAY SLIP AND FALL INTO MACHINE. 
NEVER LEAVE MACHINE RUNNING WHILE AWAY FROM IT. 
ALWAYS SHUT MACHINE OFF WHEN NOT IN USE. 


WHEN SERVICING MACHINE: 


* ALWAYS UNPLUG MACHINE FROM ELECTRIC POWER BEFORE 
SERVICING. 

* ALWAYS FOLLOW INSTRUCTIONS IN OPERATORS AND PARTS 
MANUAL WHEN CHANGING ACCESSORY TOOLS OR PARTS. 

* NEVER MODIFY MACHINE WITHOUT CONSULTING WILTON 
CORPORATION. 


CORRESPONDING 
CATALOG NUMBERS 


This comparative chart was complied for the convenience of buyers without any intent to draw a comparison. 
Blank spaces indicate that to the best of our knowledge no competitive makes are available. 


MACHINIST VISES — SWIVEL BASE 


Jaw Milwaukee Tool 
Width WILTON Starrett Columbian Morgan Parker Reed Ridgid 
22" 250S - - _ — _ - 
3” 300S 923C 603M3 130 973B 103S 30SN 
32" 350S 923120 603M3 135 973B 10312S 35SN 
4” 400S 924C 604M3 140 974B 104S 40SN 
4V2" 450S 924120 60412M3 145 97412B 1041%2S 45SN 
5” 500S 925C 605M3 150 975B 105S 50SN 
6" 600S 926C 606M3 160 976B 106S 60SN 
8" 800S — 608M3 180 978A 108S 80SN 
MACHINIST VISES — STATIONARY BASE 
22" 250N - _ - - - oa 
3” 300N 923A 503M3 30 953B 103N 30PN 
32" 350N 9231%2A 50312M3 35 953%2B 1031%2N 35PN 
4” 400N 924A 504M3 40 954B 104N 40PN 
4%" 450N 92412A 504172M3 45 9541%2B 10412N 45PN 
5" 500N 925A 505M3 50 955B 105N 50PN 
6” 600N 926A 506M3 60 956B 106N 60PN 
8” 800N - 508M3 80 958A 108N 80PN 
COMBINATION PIPE AND BENCH VISES 
32" C-0 323% 203172M3 87 433172A 1c 35CPN 
4%" C-1 3242 20412M3 88 43412A 2C 45CPN 
5” C-2 325 205M3 2881/2 435 3C - 
6" C-3 326 206M3 2892 436 4C 60CPN 
UTILITY VISES 
32" 64312 0131%2C D431 763 - 232A 3500R 
4” 644 014C D44 764 24A 4000R 
5” 645 015C D45 765 = 25A 5000R 
6” 646 - D46 - _ - — 
WOODWORKERS’ VISES 
4"x7" 51A(C) —- 7CD 10A 25W 7DA - 
4”x10"” 62A(C) — 10CD 20A 26W 10DA _ 
4"x7" 53A(R) - 7RD 100A 445W 7QDA 
4”"x10” 64A(R) - 10RD 200A 446W 10QDA - 
Txt" 76A(C) - — _ - _ - 
TXT" 77A(R) — —- a —- aa - 
(C) = Continuous Nut (R) = Rapid Acting Nut 
WILTON PRODUCTS ARE COVERED BY THESE PATENTS: 
WILTON Vises Wilton OFFSET Woodworkers’ Vises Wilton 7" x 7" Woodworkers’ Vise CANADA 


Machinists’ Vises 
Combination Pipe and Bench Vises 


Precision Jewelers’ Vises 
U.D. Design Pat. No. 131498 
Trademark Registered 


WILTON Milling Machine Vises 
US Patent Pending 


Wilton Woodworkers’ Vises 
US Patent No. 2430458 
US Design Pat. No. D181115 


US Patent Pending 


PERMA-PAD (for C-Clamps) 
US Patent Pending 
Trademark Registered 


POWPARM Work Positioners 
US Patent No. 2559925 
Trademark Registered 


Wilton Universal Turret Vise 
US Patent No. 3007358 


US Patent No. 3377061 
Trademark 


Wilton FLIP GRIP Vise 
US Patent No. 3675916 


Wilton Woodworking Vise 
Rapid Acting Nut 
US Patent No. 3699440 


Wilton VERTI-LOCK 
Trademark 


Wilton RAPID TITAN C-Clamp 
US Patent No. 4534547 
Trademark 


N.S. 21302 - Trademark Wilton 
472713 - PowRarm 


One or more of the following WILTON Products 
are patented in the following foreign countries 


Australia 
Belgium 
England 
France 
Germany 
Italy 


Japan 
Mexico 
South Africa 
Sweden 
Switzerland 
Spain 


All efforts are made to keep our product specifications current. However, we reserve the right to make changes and improvements without prior notice. 


DISTRIBUTED BY 


